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ABSTRACT 

Eye tracking is a well-established tool utilised in research areas such as neuroscience, 

psychology and marketing. There are currently many different types of eye trackers available, 

the most common being video-based remote eye trackers. Many of the currently available 

remote eye trackers are either expensive, or provide a relatively low sampling frequency. The 

goal of this dissertation is to present researchers with the option of an affordable high-speed 

eye tracker.  

 

The eye tracker implementation presented in this dissertation was developed to address the lack 

of low-cost high-speed eye trackers currently available. Traditionally, low-cost systems make 

use of commercial off-the-shelf components. However, the high frequency at which the 

developed system runs prohibits the use of such hardware. Instead, affordability of the eye 

tracker has been evaluated relative to existing commercial systems.  To facilitate these high 

frequencies, the eye tracker developed in this dissertation utilised the Graphical Processing 

Unit, Microsoft DirectX and HLSL in an attempt to accelerate eye tracking tasks – specifically 

the processing of the eye video.  

 

The final system was evaluated through experimentation to determine its performance in terms 

of accuracy, precision, trackability and sampling frequency. Through an experiment involving 

31 participants, it was demonstrated that the developed solution is capable of sampling at 

frequencies of 200 Hz and higher, while allowing for head movements within an area of 

10×6×10 cm. Furthermore, the system reports a pooled variance precision of approximately 

0.3° and an accuracy of around 1° of visual angle for human participants. The entire system 

can be built for less than 700 euros, and will run on a mid-range computer system. 

 

Through the study an alternative is presented for more accessible research in numerous 

application fields. 
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OPSOMMING 

Bliknavolging is a goedgevestigde instrument wat in navorsingsareas soos neurowetenskap, 

psigologie en bemarking aangewend word. Daar bestaan tans heelwat verskillende tipes 

bliknavolgers, waarvan die algemeenste die video-gebaseerde afstandsbliknavolger is. Heelwat 

van die huidige beskikbare afstandsbliknavolgers is baie duur, of lewer ’n relatiewe lae 

proeffrekwensie. Die doel van hierdie verhandeling is om navorsers die opsie te bied van ’n 

bekostigbare hoëspoed bliknavolger.  

 

Die bliknavolgerstelsels wat in hierdie verhandeling aangebied word, is ontwikkel om die 

gebrek aan die tans beskikbare laekoste-hoëspoed-navolgers die hoof te bied. Tradisionele 

laekostestelsels maak gebruik van kommersiële op-die-rak-beskikbare komponente. Die hoë 

frekwensie waarteen die ontwikkelde stelsel funksioneer, sluit die gebruik van sulke hardeware 

uit. In plaas daarvan is die bekostigbaarheid van die bliknavolger beoordeel relatief tot 

bestaande kommersiële stelsels. Ten einde hierdie hoë frekwensies te fasiliteer, maak die 

bliknavolger wat in hierdie verhandeling ontwikkel is, gebruik van die Grafiese 

Verwerkingseenheid, Microsoft DirectX en HLSL in ’n poging om bliknavolgingstake te 

versnel – spesifiek die prosessering van die oogvideo.  

 

Die finale stelsel is geëvalueer deur eksperimentering ten einde prestasie vas te stel in terme 

van akkuraatheid, presisie, navolgbaarheid en proeffrekwensie. Deur middel van ‘n 

eksperiment waarby 31 deelnemers betrek is, is gedemonstreer dat die ontwikkelde oplossing 

in staat is om proeffrekwensies van 200 Hz en hoër te bemeester, en terselfdetyd 

hoofbewegings binne ‘n area van 10×6×10 cm toe te laat. Die sisteem behaal verder ’n presisie 

van naastenby 0.3° en ‘n akkuraatheid van ongeveer 1° van ‘n visuele hoek vir menslike 

deelnemers. Die volledige stelsel kan vir minder as 700 euros gebou word, en sal funksioneer 

op ’n middelslag rekenaarstelsel. 

 

Deur middel van hierdie studie word ‘n alternatief gebied vir meer toeganklike navorsing in 

verskeie toepassingsvelde.  
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GLOSSARY 

 
 

API An abbreviation for application program interface. An API defines the 

interaction between software components and contains functions that can 

be utilized by developers in their own applications. 

  

Vertex A vertex is a data structure that represents a point in space in computer 

graphics. Objects in computer graphics are composed of collections of 

vertices that together form triangles covering the surface of the object. 

Typically, a vertex will contain information such as the position, normal 

and colour of the object it forms. 

  

GPGPU General purpose computing on graphics processing units is the process 

whereby the graphics processing unit (GPU) is used to perform 

computations that are traditionally performed on the central processing unit 

(CPU). 

  

CMOS Short for complementary metal oxide silicon. CMOS sensors are cheap, 

easily produced camera sensors with a low power consumption and are 

capable of sampling images at very high rates. 

  

USB Universal Serial Bus, an industry standard cable and connectors used for 

connection, communication and power supply between electronic devices. 
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CHAPTER 1: INTRODUCTION 

Understanding where we focus our attention physically has long been of interest to researchers. 

By studying the way in which the eyes of a human being look at things, valuable insights can 

be gained into how that person thinks and what captures his or her attention (Hansen & Pece, 

2005; Tatler, Kirtley, Macdonald, Mitchell, & Savage, 2014). One popular tool with which this 

can be done is through the use of an eye tracker. The purpose of this study is to present 

researchers with the option of an affordable high-speed eye tracking system with which such 

research can be conducted. The novelty of the eye tracker lies in the use of the Graphical 

Processing Unit to facilitate certain of the processes that are required to perform eye tracking. 

1.1 Background 

Eye tracking is a useful technique through which an individual’s eye movements are measured 

to determine his or her point of regard (Poole & Ball, 2005). As such the field of eye tracking 

is an important aspect of Human Computer Interaction while it also has applications in fields 

such as neuroscience, psychology and marketing. The specific application of an eye tracker in 

the above-mentioned areas can be divided into two categories, namely diagnostic or interactive 

(Duchowski, 2002). 

 

As a diagnostic tool, an eye tracker provides us with quantifiable evidence of where a user’s 

attention and gaze is directed. By measuring fixations and saccades, one can for instance 

determine how much attention a user is giving to specific elements on a stimulus such as a 

computer screen (Poole & Ball, 2005). When used as an interactive device, on the other hand, 

an eye tracker can be used to simulate a pointing device such as a mouse, or it can be used to 

determine the layout of graphical environments (Duchowski, 2002). There are several types of 

eye trackers available for both of these purposes, each with their own strengths and weaknesses. 

These range from scleral coils to video based eye trackers. 

1.1.1 Types of eye trackers 

Scleral coils are one of the most accurate tracking systems available (see Section 2.6.1 for more 

details). However, these systems are intrusive and uncomfortable to use and are also not 

suitable for gaze point estimations (Duchowski, 2007). Electrooculography (EOG) systems 

(Section 2.6.2) measure the electromagnetic variation when the dipole of the eyeball 
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musculature moves (Holmqvist et al., 2011). EOG systems tend to score low in terms of 

accuracy, but do provide a very high sampling frequency.  

 

In contrast to the above types, video-based eye trackers make use of a camera and image 

processing software to calculate the point of regard on a frame by frame basis, and are thus less 

intrusive than the previous two systems. Video-based eye trackers are discussed in detail in 

Section 2.7. The point of gaze is calculated using the measurement of visible features of the 

eye, such as the pupil and corneal reflections generated by Infrared Light Emitting Diodes (IR 

LEDs) (Duchowski, 2007). A further advantage of video-based eye trackers is that they can be 

either remote or head mounted (Li, Babcock, & Parkhurst, 2006). 

 

Remote, video-based, eye trackers consist of a camera placed on the table in front of the user, 

capturing the eyes. One or more arrays of IR LEDs are also placed around a computer monitor 

that displays the object of interest to the researcher (the stimulus). Head-mounted eye trackers 

contain the same components, with two differences. Firstly, the camera and IR LEDs are 

mounted on the user’s head, as opposed to being placed on a table in front of the user. Secondly, 

in addition to the camera and IR LEDs, a head-mounted eye tracker has an additional camera 

called a scene camera. This camera records what the user is looking at. 

 

Remote eye trackers offer comfort and ease of use compared to other systems, allowing the 

user to make use of the system for longer periods of time (Morimoto & Mimica, 2005). Remote 

eye trackers are also more natural to use (Holmqvist et al., 2011) and are cheaper than other 

eye tracking solutions (Enright, 1998).  

 

If we take into account the relative strengths and weaknesses of the eye tracking techniques 

discussed above, the solution developed as part of this study will need to attempt to combine 

both the ease of use and comfort of a remote eye tracker with a high data sampling frequency. 

By working with a remote eye tracker, the system will provide the relevant data needed with 

which to perform gaze estimation in real time, something which is not possible with scleral coil 

or EOG systems. 

1.1.2 Eye tracking research with respect to remote eye trackers 

As mentioned in the previous section, there are several different kinds of eye trackers available 

for use. However, the focus of this dissertation will fall specifically on remote video-based eye 
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tracking. Two categories of research involving remote, video-based eye tracking will be 

discussed, namely eye localisation in the image and gaze estimation (Hansen & Ji, 2010). Eye 

localisation research focuses on developing better and faster methods to locate the eyes or 

feature points such as the pupils and corneal reflections within the eyes in the video. Gaze 

estimation on the other hand refers to the process whereby the user’s point of gaze is calculated 

by analysing feature points such as pupils and corneal reflections. While both aspects of eye 

tracking research will be discussed, the focus in this dissertation will be on developing an eye 

localisation process that utilises the Graphical Processing Unit (GPU). 

 

The eye localisation process consists of detecting the existence of the eyes and establishing 

their position in the image. These two tasks must also be performed on a frame by frame basis. 

Eye localisation can be performed on one or both eyes. When both eyes are used, reference is 

made of a binocular eye tracker, whereas single-eye trackers are referred to as being monocular. 

When compared to monocular eye trackers, binocular eye trackers can give better accuracy. 

This is particularly true in low cost systems (Holmqvist et al., 2011). 

 

The eye localisation process can be time consuming depending on the technique used 

(Mulligan, 2012).  As part of developing a high-speed remote eye tracker, this study will focus 

on developing a localisation method that can be used in real time and at high sampling rates. 

The details of this localisation procedure are discussed in Chapter 3. For the purpose of this 

research study, a high sampling rate will be considered to be in excess of 200 Hz. The novelty 

of this research lies in the use of the Graphical Processing Unit (GPU) to perform image 

processing, thereby facilitating the task of eye localisation. Due to the low cost of the proposed 

solution, the eye tracker developed in this study will also be a binocular model, and will make 

use of a computer system that can reasonably be regarded as standard in today’s terms. Hence, 

it will be possible to evaluate the entire system on an unmodified laptop in the mid-price range. 

1.1.3 Eye tracker performance 

The performance of a remote eye tracker is influenced by several factors. Eye trackers are for 

instance vulnerable to users who wear spectacles or have lazy eyes (Hansen & Ji, 2010; Poole 

& Ball, 2005). Spectacles can generate additional reflections that are identical in appearance to 

corneal reflections. A lazy eye on the other hand can obscure part of the pupil and make it 

difficult to identify. An additional factor that plays a significant role in the eye tracking process 

is that of head motion. Even small head movements can have a disastrous effect on the accuracy 
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of the gaze estimations (Morimoto & Mimica, 2005). Lastly, the condition of ambient light can 

also play a part. In bright outdoor conditions, the pupil can become very small and may contain 

many additional corneal reflections (Hansen & Ji, 2010). This is because the sun emits vast 

amounts of infrared light. As a result, the contrast between the iris and the sclera may not be 

good in these lighting conditions (Ryan, Duchowski, & Birchfield, 2004).  

 

The eye tracker developed in this study will primarily be used in a laboratory, and the lighting 

problems that occur outdoors will therefore not be a concern. Factors that are of particular 

interest to the study are, however, the trackability, precision and accuracy attainable at different 

sampling frequencies and head positions. In the context of this dissertation, trackability refers 

to the percentage of frames that can be successfully tracked, with minimal loss of data due to 

incorrect feature point detection. 

1.2 Objectives 

Although several aspects of the goals of the study have been alluded to above, a succinct 

summary of the overall objectives of the research will be provided here. The primary aim is to 

present a low-cost eye tracking solution capable of obtaining good accuracy, precision and 

trackability at a high sampling rate. Further to the above, the system developed should be 

supported by commonly available computer systems, and should therefore make use of 

technologies that are widely supported by modern hardware. Moreover, the eye tracking 

application aims to incorporate the strengths of the GPU into the eye tracking process in an 

attempt to accelerate certain image processing tasks. In terms of previous work, very little has 

been done in involving the GPU in the eye tracking process (Duchowski, Price, Meyer, & 

Orero, 2012; Mulligan, 2012). By using Microsoft’s High Level Shader Language and DirectX, 

it will be demonstrated that the eye localisation task can be performed at a high sampling rate 

(200 Hz). The eye tracker should also allow for head movements in the order of 10610 cm 

(x,y,z). As an additional step, the optimal combination of image size and data acquisition rate 

will also be established.  
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In order to investigate the performance of the eye tracker and be able to judge its success, the 

following hypotheses have been formulated: 

 H0, 1: The sampling frequency has no effect on the data quality (precision, accuracy and 

trackability). 

 H0, 2: The position of the head within the head box has no effect on the data quality 

(precision, accuracy and trackability). 

Each of these hypotheses can in turn be separated into three sub-hypotheses based on the 

individual measures of data quality (accuracy, precision and trackability). Thus, the hypotheses 

of the dissertation can be restated as follows: 

 H0, 1.1: The sampling frequency has no effect on the precision of the eye tracker. 

 H0, 1.2: The sampling frequency has no effect on the accuracy of the eye tracker. 

 H0, 1.3: The sampling frequency has no effect on the trackability of the eye tracker. 

 H0, 2.1: The position of the head within the head box has no effect on the precision of 

the eye tracker. 

 H0, 2.2: The position of the head within the head box has no effect on the accuracy of the 

eye tracker. 

 H0, 2.3: The position of the head within the head box has no effect on the trackability of 

the eye tracker. 

The hypotheses will be tested on the basis of the results of an experiment conducted. Details 

of this experiment can be found in Chapter 4. 

1.3 Importance of the research 

The development of robust, non-intrusive eye detection methods is of paramount importance 

(Hansen & Ji, 2010). While eye tracking has numerous applications, the cost of commercial 

eye trackers renders them inaccessible to many (Kumar, 2006; Li et al., 2006). High speed eye 

trackers such as the Tobii TX300, SMI RED 500 and SMI Hi Speed 1000 deliver good 

performance, but are extremely expensive. More recently, devices such as the EyeX 

(http://www.tobii.com/en/eye-experience/eyex/) have become available. While affordable, the 

EyeX does not offer a particularly high sampling rate – experience has shown it to be in the 

order of 50 Hz. Thus, researchers have the option either of employing expensive high-speed 

eye trackers, or the more commonly available but somewhat cheaper sub-60 Hz eye trackers. 

In general, it has been shown that the smaller the saccades are, the higher the required sampling 

frequency is (Holmqvist et al., 2011). Reading research, for example, requires eye trackers with 
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sampling rates in excess of or equal to 500 Hz (Reichle, Pollatsek, Fisher, & Rayner, 1989). 

Studies have shown that saccades during reading are about 30 milliseconds in duration (Rayner, 

1998). Enright (1998) demonstrated that the course sampling rate of 50-60 Hz is problematic 

when sampling saccades with durations smaller than 40 milliseconds and saccades smaller than 

10°. Furthermore, research in neuroscience and psychology involving microsaccades requires 

a sampling rate of 200 Hz or higher (Holmqvist et al., 2011). In addition to various applications, 

high-speed eye tracking also provides the benefit of potentially better precision, as the high 

sampling frequency can be traded for a higher precision by averaging results within a certain 

time frame (Holmqvist et al., 2011) – with an additional side effect of introducing some latency 

into the system. 

 

Non-commercial systems that are capable of high sampling rates do exist (Clarke, Ditterich, 

Drüen, Schönfeld, & Steineke, 2002; Hennessey, Noureddin, & Lawrence, 2008; Mulligan, 

2012). However, not all of these systems have been evaluated in depth in terms of precision, 

accuracy and trackability. In this study, a novel method to high-speed eye tracking is proposed 

and evaluated in order to present an alternative low-cost solution to researchers requiring the 

use of a high-speed tracker. 

1.4 Methodology 

The first step in the research process covers the examination of existing work and eye tracking 

solutions. Current techniques for locating and tracking the eyes are identified and analysed for 

strengths and weaknesses. The results of the analysis are subsequently used to construct an eye 

tracking solution containing hardware and software components that meet the objectives as 

stated above. 

 

Pilot studies involving the developed solution are conducted throughout to gauge the 

performance in terms of required sampling rates. The data acquired from the pilot studies are 

used to further refine the solution.  

 

The finalised solution is subjected to evaluation by means of the conducting of an experiment 

involving 31 participants. The experiment focuses on the precision, accuracy and trackability 

of the system for a variety of sampling rates and head positions. An additional experiment 

involving artificial eyes is then used to gauge the theoretical performance of the system at a 

number of different frequencies while employing various head box sizes and head positions. 
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The results of these studies are analysed using statistical methods and conclusions are drawn 

from the data provided.  

1.5 Structure of dissertation 

This dissertation is divided into six chapters and one appendix, and is outlined as follows: 

 Chapter 1 : Introduction 

This chapter provides a broad overview of the theoretical background of eye tracking. Issues 

related to eye tracker performance are briefly discussed, as well as the various types of eye 

tracking systems that are available.  Next, the objectives of the dissertation are stated and the 

importance of the research is motivated. Finally, the methodology used to develop the solution 

as well as test its performance is briefly described. The chapter concludes with a short 

summary. 

 Chapter 2 : Theoretical background 

Chapter 2 contains a literature overview that pertains to the current topic. A broad theoretical 

foundation of eye tracker terminology is provided. This is followed by a detailed examination 

of the types of eye tracking systems available and the process of feature point detection with 

relevant extracts from the literature. A suitable eye tracker type and feature detection method 

is selected based on the literature and objectives stated in the first chapter. 

 Chapter 3: Discussion on the eye tracker application 

Chapter 3 focuses on the specific details regarding the eye tracking application that is 

developed to provide a cost-effective high-speed eye tracker. The chapter first provides a 

summary of existing work, and identifies some of the shortcomings that will be addressed. The 

role of the GPU in the proposed solution is motivated against the relevant background 

knowledge of the technologies involved in incorporating the GPU. Finally, the completed eye 

tracker application is discussed and conclusions regarding the final solution are stated. 

 Chapter 4 : Methodology 

In this chapter, the methodology used to verify the performance of the proposed solution is 

discussed. Full details of the setup used during the testing phase are provided with regard to 

system setup and testing conditions. Details of the target participant demographics are 

provided. Additionally, the testing process is described, along with any statistical methods that 

will be used to analyse the results. The chapter concludes with a short summary of the test. 
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 Chapter 5: Results  

In the penultimate chapter, the results of the test performed in the previous chapter (Chapter 4) 

are discussed. The eye tracker’s performance is evaluated with respect to the performance 

objectives stated in Chapter 1. Each of these results is reported and analysed through the use 

of graphical representations and relevant statistical methods. The chapter concludes with a 

summary of the results. 

 Chapter 6: Conclusions 

In the final chapter, a critical analysis of the eye tracker’s performance is provided in light of 

the results obtained in Chapter 5 and from existing work, together with suggestions for 

improvements and future research possibilities. The chapter ends with a summary of the entire 

dissertation. 

 Appendix A 

Appendix A contains the technical documentation of the final eye tracker application. Included 

in this documentation is a brief explanation of the various applications used alongside the 

developed tracker to perform the experiment in Chapter 4 and extract and analyse the data. For 

researchers wishing to extend the application, or incorporate it in other applications, the 

specifications and usage of the software components in the developed tracker are provided, 

along with relevant code samples explaining the usage of the individual components. 

 

1.6 Summary 

In this introductory chapter, a short overview of eye tracking has been provided. The objectives 

of the study have been stated succinctly, and the value of the research has been presented as 

motivation for the study. In addition hereto, a brief overview of each of the ensuing chapters 

has been included, along with a summary conclusion. 

 

The following chapter (Chapter 2) provides an in-depth literature study of eye tracking, 

focusing specifically on aspects thereof related to video-based remote eye trackers. 
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CHAPTER 2: THEORY OF EYE TRACKING 

In this chapter a broad overview of the field of eye tracking will be provided. Included in this 

overview is a discussion of eye tracking applications and those applications that are most 

relevant to the goals of this dissertation. A selection of different types of eye tracking systems 

will be discussed and concerns related to their usability will be raised in order to determine the 

most suitable kind of eye tracker to develop in light of the goals of the study. Finally, the 

chapter concludes with a discussion of the type of eye tracker chosen to be developed. 

2.1 Introduction 

On a day to day basis, we acquire a vast amount of information through our eyes. Many of our 

daily tasks require visual information (Tatler, Kirtley, Macdonald, Mitchell, & Savage, 2014). 

By studying what we focus on while performing these tasks, we can learn about the cognitive 

processes involved in these tasks, as well as gain insight into what holds our attention 

(Duchowski, 2007; Hansen & Pece, 2005; Poole & Ball, 2005; Tatler et al., 2014). 

 

The field of eye tracking has existed since the late 19th century (Duchowski, 2002) and is now 

well established as a research tool in analysing human behaviour (Tatler et al., 2014). As a 

result of its versatility, eye tracking has numerous applications in fields such as neuroscience, 

psychology, marketing and human computer interaction (Duchowski, 2002; Morimoto & 

Mimica, 2005), necessitating the ongoing development of tracking systems with improved 

features. 

 

To reiterate what was stated in Chapter 1, eye tracking is a technique with which an individual’s 

eye movements can be observed, and his or her point of regard determined. The way in which 

this is performed depends on the type of eye tracker being utilised, as the different types of eye 

trackers make use of different techniques in order to track eye movements (Morimoto & 

Mimica, 2005). It is also worth noting that not all eye tracking devices are suitable for 

determining a point of regard. For example, EOG and scleral coil systems are typically not 

used to determine point of regard measurements (Duchowski, 2007), and are used instead in 

clinical studies involving research into eye movements such as those made during sleep (Joyce, 

Gorodnitsky, King, & Kutas, 2002). 
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There are several types of eye tracking systems currently available to researchers (Duchowski, 

2007; Holmqvist et al., 2011; Morimoto & Mimica, 2005) each with their own strengths and 

weaknesses. It is one of the goals of this study to develop an eye tracker that attempts to 

improve upon selected features of existing eye trackers by utilising hardware such as the 

Graphical Processing Unit (GPU) to develop an application that can be used across a wide 

range of systems. Details of the features that will be addressed are discussed in the following 

chapter. Chapter 2 will instead focus on providing the reader with an understanding of how eye 

tracking is utilised, and what a typical video-based eye tracking system is comprised of. 

 

The structure of the rest of the chapter is as follows: Firstly, the history of eye tracking will be 

overviewed and a discussion provided on the way that eye tracking is utilised as a research 

tool. Next, the various performance criteria for eye trackers will be defined. A selection of 

application areas of eye tracking technology will then be reviewed, and the performance criteria 

of each application area highlighted. The section that follows will discuss the mechanics of 

remote eye trackers. Finally, the chapter will conclude with a discussion of gaze estimation and 

feature detection methods. 

2.2 History of eye tracking 

In this section, a short discussion of the history of eye tracking technology is provided. This is 

done to identify a trend in research directions and ensure that the work done as part of this 

dissertation addresses needs that are relevant. 

2.2.1 Early eye tracking 

The first eye tracking systems were developed in the late 19th century (Holmqvist et al., 2011; 

Tobii Technology, 2010) and consisted of mechanical devices that were uncomfortable to wear 

and very intrusive. During this era, researchers discovered basic properties of eye movements 

(Duchowski, 2002). One example of research from this time is the work of Javal (1879) who 

examined eye movements during reading. The eye tracking techniques utilised at this stage 

tended to be very invasive and required direct contact with the cornea (Jacob & Karn, 2003).  

Delabarre (1898) for example, made use of a moulded lens that was fitted onto the participant’s 

eye. The eye required an anaesthetic before the application of the lens to minimise discomfort 

for the participant.  
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In the 20th century, researchers developed several ways with which to record the user’s eye 

movements. Dodge and Cline (1901) proposed a new method for recording the horizontal 

movements of the eyes. Their technique made use of a camera and rapidly moving film. The 

participant’s eye movements would appear as oblique lines on the film negative. Their 

technique is considered to be the first non-invasive method of tracking eye movements (Jacob 

& Karn, 2003). Later in the 20th century, Fitts, Jones and Milton (1950) made use of a camera 

and mirrors to observe pilots’ eye movements during landing approaches. During the 1970s, 

eye tracking research made great advances in the technology used to track eye movements, as 

well as in research applications (Jacob & Karn, 2003). Much of the research during this period 

was focused on the links between eye movements and cognitive processes (Jacob & Karn, 

2003).  

2.2.2 Modern eye tracking 

Today, there are several eye tracking systems available to researchers. Examples of such eye 

tracking systems are electromagnetic coils, electrooculography systems and video based eye 

trackers (Duchowski, 2007; Holmqvist et al., 2011; Poole & Ball, 2005). The features of each 

of these systems will be discussed in further detail in Section 2.5. Modern day eye trackers tend 

to be predominantly video based eye trackers, due to their ease of use and non-intrusive nature. 

However, EOG systems are sometimes used as they are affordable and have a high sampling 

frequency (Holmqvist et al., 2011).  The focus in this study, however, will be on developing a 

video based remote eye tracker. 

2.2.3 Conclusion 

In this section, a short overview of the history of eye tracking technologies has been provided 

and the predominant type of eye tracker identified. In the following section, a typical setup 

during an eye tracker study will be discussed along with the various measurements that are 

taken. 

2.3 Eye tracking as a research tool 

Although eye tracking is by no means used exclusively as a research tool, all studies involving 

eye tracking invariably consist of certain key components. In addition to the physical setup, 

data is captured and analysed using a variety of measures and representations. For the eye 

tracker developed in this dissertation to be useful, the type of data it provides should be 

analysable using the common measures. It is the goal of this section to discuss the commonly 
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used setup for eye tracking, the recording of measurements and the ways in which the results 

of an eye tracking study are analysed and presented. 

 

2.3.1 Experimental setup 

A typical eye tracking study will, in addition to the eye tracker, contain a stimulus on which 

the participant will focus his or her attention (Duchowski, 2007). The type of stimulus is 

determined by the research question that is posed (Holmqvist et al., 2011). One example of a 

common stimulus is a website or computer application displayed on a computer screen 

(Duchowski, 2007).  

 

Figure 2.1 - A typical eye tracker research setup 

Source: http://www.acuity-ets.com/Solutionsforusability.htm 

Last Accessed: 02/02/2015 

 

The stimulus can be divided into various regions referred to as areas of interest (AOIs) or 

regions of interest (ROIs). These areas contain the sections of the stimulus that the researcher 

is most interested in, and are also selected from the research question that is asked (Holmqvist 

et al., 2011). Eye movements that fall within these regions provide useful and meaningful 

feedback to the researcher (Poole & Ball, 2005). 

2.3.2 Data acquisition and analysis 

During a study, participants are required to perform a series of tasks during which a variety of 

measurements are taken. Typical measurements may include the time it took the participant to 

successfully complete the tasks or the number of steps involved (also referred to as efficiency), 

and the number of errors that occurred during the execution of a task (effectiveness) 

(Duchowski, 2007; Tullis & Albert, 2008).  Additionally, the participant’s eye movements are 

analysed (Duchowski, 2007; Holmqvist et al., 2011). Of particular interest to researchers are 

the fixations and saccades (discussed in the next sub-section) that occurred during the execution 
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of the tasks (Salvucci & Goldberg, 2000). Examples of some common eye movement metrics 

include number of fixations, fixation duration, time to first fixation and number of saccades 

(Poole & Ball, 2005; Tullis & Albert, 2008). Additional eye measurements that are sometimes 

examined are pupil size and blink rate (Poole & Ball, 2005). 

 

2.3.3 Saccades and fixations 

Eye movements are characterised by series of quick jumps or high velocity movements that are 

followed by periods of time during which the eye is stabilised and remains relatively still 

(Blignaut & Beelders, 2009). The breaks in eye movements are referred to as fixations, whilst 

the rapid movements between these pauses are referred to as saccades (Salvucci & Goldberg, 

2000). 

 

Saccades are typically measure in terms of a duration in milliseconds, though it is not 

uncommon to express the distance or velocity of the saccade in degrees per second (Rayner, 

1998). The duration of a saccade will depend on the distance covered by the saccade.  

 

Fixations are defined by a series of gaze points that are located close to each other in terms of 

location and time, and consist of a certain duration measured in milliseconds (Blignaut, 2009; 

Hornof & Halverson, 2002). For a group of data points to qualify as a fixation, they must exist 

for a sufficient duration, and must be located in close proximity to each other. These values are 

referred to as the duration and distance threshold (Blignaut, 2009). The durations of fixations 

as interpreted by researchers vary, but are generally assumed to fall within the range of 200 – 

400 ms (Salvucci & Goldberg, 2000). However, depending on the application, some 

researchers may study fixations as short as 50 ms in duration (Dalton et al., 2005).  

 

It can be argued that all eye-tracking research invariably examines eye movements in some 

way, and is thus interested in fixations and saccades. Therefore, the ability to analyse these 

movements forms a crucial part of any eye tracker tool, and should be within the capabilities 

of the developed eye tracker. 

 

As saccades form such a significant part of research involving eye tracking, it is important that 

they be captured as accurately as possible. Moreover, in order to capture high velocity saccades, 

for example velocities in excess of 300 degrees per second (Salvucci & Goldberg, 2000), one 

requires sampling rates higher than 50 to 60 Hz. This is particularly true when examining peak 
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saccadic velocities in excess of 500 degrees per second (Clarke, Ditterich, Drüen, Schönfeld, 

& Steineke, 2002). Also, for small saccades, such as those that occur during reading, one finds 

that 60 Hz is insufficient (Andersson, Nyström, & Holmqvist, 2000; Enright, 1998). The eye 

tracker developed in this study will thus attempt to address the issue presented by 60 Hz eye 

trackers by developing an eye tracker that samples at 200 Hz or higher.  

 

2.3.4 Visual representation of eye tracker data 

The results of eye tracking experiments are often presented graphically. Fixations are 

represented with dots that are sized in proportion to the duration of the fixation. Saccades are 

then represented as the lines connecting these dots. An image of the stimulus with these 

superimposed fixations and saccades is referred to as a gaze plot.  

 

Figure 2.2 - A gaze plot over search results 

An additional representation often used is a heatmap. The fixations of all participants of the 

study can be superimposed on a screen capture of the stimulus, with a colour indicating the 

weight, or number of fixations (Tobii Technology, 2010). Typically warmer colours represent 

areas that enjoyed more attention than areas represented by colder colours (Holmqvist et al., 

2011). The figure below illustrates a typical heatmap. In this instance, the red areas represent 

the regions that received the most attention. 
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Figure 2.3 - A typical heatmap 

The stimulus can be divided into regions referred to as areas of interest. Using software, 

researchers can explore the fixation duration, frequency and number of returns between 

different elements, parts or components in any visual scene or visual display (Horsley, 2014). 

Using data visualisations such as gaze plots and heat maps, along with area of interest analysis, 

researchers can visualise what users focus their attention on. It follows then that for the eye 

tracker developed in this study to be usable for research, it should be capable of supplying 

information that can ultimately be used to analyse fixations and generate visualisations such as 

heatmaps and gaze plots.  Thus, the eye tracker should be capable of performing gaze 

estimation. 

2.3.5 Conclusion  

In this section a basic theoretical background was provided regarding the use of eye tracking 

in a research setting. Common metrics and measures that are used in data analysis were 

provided and common visualizations of eye tracker data were discussed to determine the nature 

of the data that an eye tracker should be capable of providing. 

 

The following section outlines the various measures that are used to evaluate the performance 

of an eye tracking system, and by implication the eye tracking system to be developed in this 

study. 
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2.4 Performance measures 

Each type of eye tracker has strengths and weaknesses. In order to compare various eye tracking 

systems and select one appropriate to the type of application that this dissertation will focus 

on, it is necessary to define certain metrics by which the eye tracker can be judged. It is the 

purpose of this section to list and define five commonly used measurements to compare the 

performance of eye trackers. These five factors are accuracy, precision, latency, sampling 

frequency and robustness, and together they form what is referred to as data quality (Holmqvist 

et al., 2011). 

2.4.1 Accuracy 

Accuracy is the difference between the reported point of gaze (PoG) and the actual point of 

regard (Holmqvist et al., 2011). This is also called systematic error or drift (Hornof & 

Halverson, 2002).  

 

 

Figure 2.4 - An example of good accuracy with poor precision 

 

Accuracy is calculated as the average angular offset in degrees of visual angle measured 

between the reported fixation location and the actual location, and this is also referred to as 

spatial accuracy (Holmqvist & Nyström, 2012). The key to good accuracy lies in a robust gaze 

estimation algorithm (Holmqvist et al., 2011). Head movements have an impact on accuracy. 

It has also been shown that accuracy suffers when working with large gaze angles (Blignaut & 

Wium, 2014). Accuracy can sometimes be improved manually when the fixations are 

superimposed on the visual stimulus and there is a consistent pattern of systematic error 

(Hornof & Halverson, 2002).  
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2.4.2 Precision 

Precision can be defined as the ability of an eye tracker to reproduce a measurement reliably 

(Holmqvist et al., 2011). The variance encountered in accuracy is also referred to as spatial 

precision (Holmqvist & Nyström, 2012). The detection of gaze events such as fixations and 

saccades is simpler if one has an eye tracker with good precision (Nyström, Andersson, 

Holmqvist, & van de Weijer, 2013). Precision errors are introduced into an eye tracker system 

through system noise and head movements (Hennessey, Noureddin, & Lawrence, 2008). There 

are two common ways in which precision is measured (Holmqvist et al., 2011). The first 

method used to determine precision is by looking at the standard deviation of the mapped x 

and y coordinates combined. This measure is also referred to as pooled variance. The second 

method is Root Mean Square (RMS) and examines the differences between mapped 

coordinates on a point to point basis. 

 

Figure 2.5 - An example of poor accuracy with good precision 

Precision can be improved by averaging out the estimated gaze points within a certain time 

window (also referred to as smoothing). However, this introduces higher latency into the 

system (Hennessey et al., 2008; Jacob, 1995). 

2.4.3 Latency 

Latency is the delay between a recorded eye movement, and the time the eye movement is 

recorded (Holmqvist & Nyström, 2012; Holmqvist et al., 2011). Latency is introduced into the 

eye tracker as each video frame needs to be processed and the display updated (Duchowski, 

2007). Variance in latency is referred to as temporal precision (Holmqvist & Nyström, 2012). 

One method that can be used to measure latency is having the recording computer trigger a 

movement in an artificial eye and then measuring the time it takes for the system to report the 

change (Holmqvist & Nyström, 2012; Holmqvist et al., 2011). A high-quality eye tracker 

should have a latency of less than 3 ms (Holmqvist et al., 2011). However, to limit the scope 

of this dissertation, the latency of the developed eye tracker will not be measured. 
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2.4.4 Sampling frequency 

Sampling frequency in eye trackers is measured in Hertz (Hz), and refers to the rate at which 

an eye tracker captures data about eye movements (Andersson et al., 2000). The faster the eye 

movements involved in the particular area of research, the higher the sampling frequency that 

is needed (Holmqvist et al., 2011). With a higher frequency, the start and end point of saccades 

and fixations can be measured more accurately. High sampling frequency also affects the size 

of saccades that can be measured. For example, a high sampling frequency is required to 

measure small saccades (Andersson et al., 2000). An additional advantage that high sampling 

rate systems have is the potential for improved precision through the use of smoothing (see 

2.4.2) which yields a more stable gaze point at the cost of a higher latency. This fact serves as 

an additional motivation for the higher frequency eye tracker to be developed for the purpose 

of this dissertation.  

 

High speed eye trackers are considered to be 250 Hz or higher (Holmqvist et al., 2011). One 

consideration for high sampling frequency systems is that they produce larger files, and thus 

hard drive capacity can become an issue. 

2.4.5 Robustness 

Robustness is a measure of how well an eye tracker works for a large variety of participants. It 

also describes the eye tracker’s tolerance toward factors such as the wearing of spectacles and 

mascara. An eye tracker with poor robustness may suffer from frequent data loss and poor data 

quality (Holmqvist et al., 2011). Robustness is also sometimes referred to as trackability 

(Blignaut & Wium, 2014), which is the ratio of the total number of samples recorded by an eye 

tracker over a time period over the number of samples that were valid. In the context of this 

dissertation, the eye tracker will be evaluated in terms of the trackability. 

 

2.4.6 Conclusion 

In this section, five metrics with which an eye tracker’s performance can be measured have 

been identified and defined. However, to limit the scope of this only accuracy, precision, 

trackability and sampling frequency will be examined in the final evaluation of the developed 

system. In the following section, some typical applications of eye tracking technology are 

discussed. 
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2.5 Eye tracking applications 

Eye tracking is utilised in a multitude of fields, including neuroscience, psychology, usability 

studies and marketing (Duchowski, 2007; Morimoto & Mimica, 2005; Tatler et al., 2014), and 

has gained wide acceptance as a powerful research tool. In this section, the use of eye tracking 

in a selection of relevant fields is expounded on. Real-world applications using eye tracking 

technology are discussed, with examples from existing work provided. The requirements in 

terms of eye tracking metrics for the various applications are stated, in order to establish 

performance requirements for the envisaged eye tracker 

2.5.1 Usability studies and market research 

A common use nowadays for eye trackers is to make use of them to evaluate the usability of 

interfaces (Duchowski, 2002; Tullis & Albert, 2008). By defining areas of interest around 

certain parts of an interface, and analysing the corresponding fixations and saccades over these 

parts, one can evaluate factors such as the visibility and relevance of these interface elements, 

as well as make changes accordingly to improve these elements (Goldberg & Kotval, 1999; 

Poole & Ball, 2005). Goldberg and Kotval (1999), for example, showed that interfaces that 

were poorly designed resulted in more fixations than well-designed ones. In other words, 

poorly designed interfaces produce less efficient search behaviour in terms of eye movements. 

Utilising the method above, eye trackers can also be utilised to help develop well designed 

websites, as well as locate the best possible locations for the placement of advertisements 

(Duchowski, 2007). 

  

Eye tracking is also used for market research, and can provide assistance in determining how 

customers view advertising material over multiple mediums (Duchowski, 2002). As the retail 

industry is a very competitive environment, it is crucial that one gain an understanding of the 

target market’s shopping behaviours (Harwood & Jones, 2014). This is now possible thanks to 

the development of mobile eye tracking technology. 

2.5.2 Input device 

Eye trackers can function as input devices. Using a combination of eye tracking and speech 

recognition, for example, one can fulfil the function of a pointing device (Beelders & Blignaut, 

2014; Bulling & Gellersen, 2010; Duchowski, 2007). Using eye trackers, people with physical 

disabilities can interact with their environment in ways that were previously not possible. For 

instance, Hansen, Alapetite, MacKenzie and Møllenbach (2014) suggest that a person confined 
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to a wheelchair can make use of an eye tracker controlled unmanned aerial vehicle to explore 

otherwise inaccessible areas, though this is certainly not only an option for physically disabled 

people. 

 

There are several issues that must be addressed when using an eye tracker as an input device. 

In order to interact with technology, some way to initiate a command or selection must be 

developed. There are several suggestions that have been made. The basis of these techniques 

is the use of fixations as input. This method, however, leads to what is called the Midas touch, 

where everything the user looks at is activated (Jacob, 1991). To circumvent this problem, an 

alternative activation command could instead make use of blinks. Another adaption of the 

fixation method is to make use of dwell time, and this is a commonly utilised method for 

selection (Dybdal, Agustin, & Hansen, 2012; Majaranta & Räihä, 2002). Zhang and Mackenzie 

(2007) have indicated that a dwell time of 500 ms is sufficient to ensure both a reasonable 

response time, as well as eliminate the Midas touch problem. Experience has shown that with 

practice it is possible to decrease the dwell time. While blinks will work, Jacob (1991) rejects 

this system on the grounds that it is unnatural and forces the user to consciously focus on 

blinking. Another technique is to make use of gaze gestures (Dybdal et al., 2012; Majaranta & 

Räihä, 2007; Wobbrock, Sawyer, & Duchowski, 2008). Dybdal et al. (2012) define a gaze 

gesture as a certain sequence of predefined eye movements that need to be carried out 

successfully for a selection command to take place. 

2.5.3 Reading and neurological research 

In addition to usability studies, market research and use as input devices, eye trackers are also 

utilised in research involving reading, psychology and neuroscience. Eye trackers can provide 

insights about eye movements that occur while reading. For example, it has been observed that 

fixation time increases and saccadic length decreases as text becomes harder to read 

(Duchowski, 2007). Furthermore, fixation times also increase when reading aloud as opposed 

to reading softly (Rayner, 1998).  

 

As a diagnostic tool, the eye tracker can be used to diagnose mental issues. Bowling and Draper 

(2014) suggest that by analysing saccadic eye movements during a series of tests, one can 

detect reduced inhibitory control caused by aging for example. The analysis of microsaccades 

can also be used to study covert attention (Engbert & Kliegl, 2003; Hafed & Clark, 2002).  
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2.5.4 Eye tracker application requirements 

Each field of application has distinct requirements in terms of eye tracking performance, and 

finding the correct combination may be difficult (Holmqvist & Nyström, 2012).  

 

While a high degree of precision is required for research involving small eye movements, such 

as with the analyses of microsaccades and reading (Holmqvist et al., 2011), accuracy is less of 

a factor. For input devices, however, a high degree of accuracy is required, as low accuracy 

can cause the incorrect element to be activated (Holmqvist & Nyström, 2012).  

 

For sampling frequency, one must consider the speed of eye movements that are to be observed 

(Holmqvist et al., 2011). It has already been discussed that for reading research, 60 Hz eye 

trackers are insufficient. However, for usability studies or as an input device, 60 Hz may 

suffice. When examining microsaccades, however, one again finds that 60 Hz provides 

insufficient detail. It has been suggested that a minimum sampling rate of 200 Hz is required 

for this kind of research (Holmqvist et al., 2011). As there already exist low-cost eye tracking 

solutions in the order of 60 Hz, the eye tracker developed in this study will not focus on 

applications in usability studies or as an input device. Instead, the focus will be on applications 

requiring a higher sampling frequency.  

2.5.5 Conclusion 

A selection of eye tracking applications has been discussed to provide the reader with the 

relevant background for the intended use of the eye tracker that will be developed. The 

requirements of each application area in terms of eye tracker performance metrics have been 

listed to identify data quality requirements for the developed eye tracker. Based on these 

requirements, reading research and neurological research appear to be the most relevant 

application fields related to this study, as they require a high frequency sampling rate and good 

precision. However, as this kind of eye tracking system can also report gaze coordinates, it is 

conceivable that it can be used for other applications, such as usability studies. In the following 

section, the various types of eye tracking systems available are discussed briefly. 

2.6 Types of eye trackers 

This section contains a short discussion of the different types of eye trackers that are currently 

available. By comparing and contrasting the existing options, it will be possible to select a type 
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appropriate to the application area identified in the previous Section (2.5). The first two eye 

trackers discussed are intrusive eye trackers, specifically the scleral coil and 

electrooculography systems. Next, video based eye trackers are discussed. Finally, the section 

concludes with a summary of the relative strengths and weaknesses of each type of system, 

motivating the choice of eye tracking system developed as part of this study. 

2.6.1 Scleral coil 

Scleral coil systems are among the most accurate systems available, and are capable of 

achieving accuracies of up to 0.08 degrees of visual angle (Morimoto & Mimica, 2005) with 

sampling rates of up to 10 000 Hz (Collewijn, 2001). They work by measuring the 

electromagnetic inductions in a contact lens placed on the participant’s eye (Duchowski, 2007; 

Holmqvist et al., 2011). While accurate, there are several disadvantages to scleral coils, 

however. Firstly, they require that lenses be modelled for each participant individually and 

these are uncomfortable to wear (Holmqvist et al., 2011). Thirdly, inserting the coil into the 

eye is a difficult task (Duchowski, 2007) requiring a great deal of practice. Finally, studies have 

shown that scleral coil systems have an impact on saccadic velocity, which may influence 

results in studies where peak saccadic velocity is of interest (Träisk, Bolzani, & Ygge, 2005).  

 

Figure 2.6 - A scleral coil system 

Source: http://www.jkma.org/ArticleImage/0119JKMA/jkma-50-343-g003-l.jpg  

Retrieved on: 12/06/2014 

2.6.2 Electrooculography system 

This type of system measures the electromagnetic variation when the dipole of the eyeball 

musculature moves (Duchowski, 2007; Holmqvist et al., 2011; Morimoto & Mimica, 2005). 
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EOG systems do have the advantage of very high sampling frequencies of potentially 1000 Hz 

(Lv, Wu, Li, & Zhang, 2009), but suffer from electromagnetic noise caused by movements in 

the surrounding muscles (Holmqvist et al., 2011; Joyce et al., 2002). Nonetheless, EOG 

systems are cheaper than scleral coils and easier to use. For this reason, they are used in clinical 

trials (Morimoto & Mimica, 2005). They can also be used in situations where the eyes are 

occluded (Joyce et al., 2002). It is also possible to embed EOG systems into everyday devices 

such as headphones (Manabe & Yagi, 2014). EOG systems, however, are not appropriate for 

everyday use and have poor accuracy in comparison to scleral coils – about two degrees of 

visual angle (Morimoto & Mimica, 2005).  

 

Figure 2.7 - An EOG system 

Source: http://www.crsltd.com/assets/Products/BlueGain/_resampled/SetSize350350-bluegain.jpg  

Retrieved on: 12/06/2014  

2.6.3 Video based eye trackers 

Video based eye trackers make use of a camera to measure the eye position without the need 

to have contact with the users (Hansen & Ji, 2010; Morimoto & Mimica, 2005). The location 

of the eye in the image is detected and tracked on a frame-by-frame basis. Based on the position 

of the pupil and other feature points, the point of gaze (PoG) can be estimated (Duchowski, 

2007; Hansen & Ji, 2010).  

 

One advantage of a video based eye tracker is that it is comfortable and easy to use in 

comparison to EOG and scleral coil systems (Morimoto & Mimica, 2005). Additionally, it is 
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less invasive (Duchowski, 2007), more natural to use (Holmqvist et al., 2011), and cheaper 

than these other systems (Enright, 1998).  

 

In the past, video based eye tracking systems were limited to low sampling frequencies – most 

of these systems were between 50 and 60 Hz (Duchowski, 2007). However, increases in the 

speed of computing hardware over the last few years have yielded a number of video based eye 

trackers that are capable of achieving comparable sampling frequencies to those of EOG and 

scleral coil systems. The Tobii TX300, SMI RED 500, Eye Link 1000 and SMI IVIEW X Hi-

Speed are examples of video based systems that are capable of sampling eye movements at 

300, 500, 1000 and 1250 Hz respectively. Mention should, however, be made of the fact that 

certain of these eye trackers are monocular eye trackers (the SMI IVIEW X for example, has 

the option of both monocular and binocular tracking). Notwithstanding this, in terms of 

accuracy, video based remote eye trackers have made great strides. The above mentioned 

systems all claim accuracies of less than one degree of visual angle (Sensoric Motor 

Instruments, 2015; SR Research, 2014; Tobii, 2014).  

 

Video based eye trackers do have a few weaknesses. They do not function well in very bright 

conditions (Hansen & Ji, 2010). Additionally, they require an unobstructed view of the eye, 

and thus droopy eyelids and downward lashes that partially occlude the eyes can have a 

negative impact on the performance of the tracker (Holmqvist et al., 2011). Users with lazy 

eyes or who wear spectacles will also pose challenges (Poole & Ball, 2005).  

 

Video based systems can be divided into two types, namely head mounted (often referred to as 

wearable) and static trackers (also called table mounted or remote eye trackers). 

 

2.6.3.1 Head-mounted trackers 

A wearable eye tracker is one placed on the head of the user (Lemahieu & Wyns, 2010). It 

contains a minimum of two cameras – one to observe the user’s eyes, and another, called the 

scene camera, which records the stimulus. The stimulus in this case would be anything the user 

is looking at (Holmqvist et al., 2011).  

 

Though slightly intrusive, wearable eye trackers are portable and present researchers with the 

opportunity to conduct eye tracking research in any location (Bulling & Gellersen, 2010; Kim 
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et al., 2014). This allows researchers to observe gaze patterns in natural environments, while 

participants perform a variety of tasks (Hayhoe & Ballard, 2005; Wade & Tatler, 2010).  

 

 

Figure 2.8 - A head-mounted eye tracker 

Source: http://www.ergoneers.com//wp-content/uploads/2014/03/hw-et-hm-dikablis-5-314x229.png  

Retrieved on: 12/06/2014 

2.6.3.2 Static eye trackers 

A static (remote) eye tracker is an eye tracker that is placed on the table in front of the 

participant. For this reason it is also referred to as a table mounted eye tracker (Duchowski, 

2007). Static eye trackers consist of tower-mounted and remote eye trackers (Holmqvist et al., 

2011). Tower-mounted systems restrict the user’s head movements for the purpose of acquiring 

more accurate gaze estimations, whilst remote eye trackers sacrifice that accuracy for the sake 

of a less intrusive setup. Remote eye trackers do not require any equipment to be attached to 

the user, making them the most likely candidate for general acceptance as an eye tracking 

interface (Hennessey & Lawrence, & Noureddin, 2006; Lemahieu & Wyns, 2010). As such 

they are an attractive proposition (Poole & Ball, 2005; Villanueva, Cerrolaza, & Cabeza, 2007). 

 

  

Figure 2.9 - A tower-mounted eye tracker from Sensoric Motor Instruments 

Source: http://www.smivision.com/uploads/tx_templavoila/iviewx_hi_speed.jpg  

Retrieved on: 12/06/2014 
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2.6.4 Summary of systems 

Based on the sections above, one can identify three predominant types of eye tracking systems, 

namely scleral coil, electrooculography (EOG), and video based eye trackers. Each of these 

eye tracking systems has strengths and weaknesses. 

 

Scleral coil systems offer superior accuracy and sampling rate in comparison to the other types, 

but require great skill to use and are highly intrusive by nature. They also require the custom 

fitting of lenses to each participant. Scleral coils also impact the peak saccadic velocity, and 

thus care should be taken when using them with saccadic research.  

 

In contrast, EOG systems are easier and cheaper to use, but less accurate than scleral coil 

systems and are susceptible to noise. They also have poor accuracy in comparison. They are 

nonetheless useful in scenarios where the eyes may be partially or fully covered. 

 

Video based systems are cheaper and are less intrusive than either of the above mentioned 

systems. Remote based systems, for example, have no contact with the user. They are also 

simpler to operate when compared to the previous two types of eye trackers. Furthermore, 

advances in mapping algorithms have led to competitive accuracies, whilst advances in 

computer hardware mean that higher sampling rates are being achieved. However, video-based 

eye trackers do not work well when exposed to very bright light conditions, and experience 

issues when confronted with lazy eyes, long lashes or spectacles. 

2.6.5 The selected eye tracker 

Based on the above mentioned facts, the eye tracker developed as part of this dissertation will 

fall within the video based eye tracker paradigm. It hopes to combine a high data capturing 

frequency of 200 Hz with the ease of use of a video based eye tracker. To ensure the eye tracker 

is as not intrusive, the tracker will be a remote video based eye tracker, as opposed to a head-

mounted eye tracker. The non-invasive qualities of a remote eye tracker will also allow the 

system to be used for longer periods of time (Morimoto & Mimica, 2005), which will prove 

useful for studies that require lengthy tasks to be performed, as may be the case in reading 

research, for example.  
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2.6.6 Conclusion 

In this section, the various types of eye trackers have been discussed. The strengths and 

weaknesses of each technique have been compared and contrasted to determine the most 

suitable type of eye tracker that should be developed for this dissertation. From the results, an 

eye tracker type has been selected and the choice of method that will be used has been 

motivated. In the following section, the components of a video based remote eye tracker will 

be discussed along with an overview of the eye tracking process as it relates to these 

components. 

2.7 Remote eye tracking mechanics 

As the eye tracker that will be developed will fall within the video based remote eye tracking 

paradigm, it is necessary to explain the inner workings of such a system. A remote eye tracking 

system typically contains three parts (Hansen & Hansen, 2006). Firstly, the system requires 

some way with which the eye(s) can be detected. Secondly, it requires a way in which the eyes 

can be tracked over a period of time, or in other words, a method through which feature points 

can be identified. Lastly, the system must contain a facility that calculates the user’s point of 

gaze (PoG), i.e. where the user is looking. Each part involves hardware and software 

components that work together to enable these requirements to be met. Although there are two 

types of remote eye trackers, namely those that make use of active illumination in the form of 

infrared (IR) light and those that make use of natural light (Hansen & Ji, 2010; Hansen & Pece, 

2005), attention will be devoted to the eye tracking process as it applies to remote eye trackers 

utilising infrared light.  

2.7.1 Hardware components of a remote eye tracker 

One of the three components of an eye tracker needs to provide a way in which the eyes can be 

detected. To do this, hardware components that capture images of the eye are required. As 

stated in the previous section, video based eye trackers make use of a camera to record an image 

of the user’s eyes. In addition to the camera, remote eye trackers may contain hardware 

components such as IR light sources. The components involved depend on the type of eye 

tracking technique used.  
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In order to further emphasise relevant feature points, remote eye trackers may make use of 

infrared illumination (Figure 2.10) directed into the user’s eyes (Morimoto & Mimica, 2005; 

Poole & Ball, 2005).  

 

 

Figure 2.10 – A frame from a typical eye video with a single IR light source 

 

Infrared (IR) light has the advantage that it is invisible to the naked human eye, and does not 

therefore interfere with the user’s vision in any way. As IR light falls on the curved cornea of 

the eye some of it is reflected back in a narrow ray pointing back at the light source. As 

illustrated in Figure 2.11, several reflections occur on the various layers of the eye, producing 

what is referred to as Purkinje images. The first of these reflections is called a glint, or corneal 

reflection (Hansen & Ji, 2010; Holmqvist et al., 2011; Poole & Ball, 2005). A further advantage 

of IR is that the lighting and image exposure levels are controllable (Li & Parkhurst, 2006). 

 

 

Figure 2.11 - An image depicting the four Purkinje images 

(Source: Morimoto and Mimica, 2004) 

Infrared light can also lead to what is referred to as the bright eye, or bright-pupil, effect when 

the light is positioned near the optical axis of the camera (Ebisawa, Ohtani, Sugioka, & Esaki, 

1997; Hutchinson, White, Martin, Reichert & Frey, 1989). It is possible to further emphasise 

the pupil by alternating between bright and dark pupil images (Ebisawa, Ohtani, Sugioka, & 

Esaki, 1997; Hennessey et al., 2008; Zhu & Ji, 2005b). An example of this can be seen in Figure 
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2.12 below, where (A) represents the bright pupil image, (B) the dark pupil image, and (C) the 

difference image of the previous two. Note that the pupils are now the only remaining bright 

points in the image, thereby greatly simplifying the task of locating the pupils. 

 

 

(a) (b) (c) 

Figure 2.12 – (a) A bright pupil image (b) A dark pupil image (c) The result when (b) is subtracted from (a) 

(Source: http://www.intechopen.com/source/html/6679/media/image1.png  

Retrieved on: 19/01/2015) 

 

Not all eye trackers make use of infrared illumination and instead make use of natural light. 

These eye trackers can have simpler hardware requirements than active illumination systems 

as a result. A natural eye tracker can, therefore, be constructed using a single camera such as 

an affordable webcam (Hansen, Hansen, Nielsen, Johansen, & Stegmann, 2002; Hansen & 

Mackay, 2004).  

 

In contrast, the hardware setups of active illumination eye trackers require multiple hardware 

components. At the core, IR based eye trackers all contain a camera and an IR light source 

(Guestrin & Eizenman, 2006; Holmqvist et al., 2011). Variations of this setup include eye 

trackers that make use of multiple cameras and infrared lights, as well as mirrors and ultrasonic 

range finders (Beymer & Flickner, 2003; Coutinho & Morimoto, 2006; Yoshinobu Ebisawa, 

Ohtani, Sugioka, & Esaki, 1997; Noureddin, Lawrence, & Man, 2005). Examples of these 

variations will be discussed in Chapter 3, Section 3.2. 

 

When designing an eye tracker, one must take into account the type of camera that is used.  The 

slowest eye trackers generally run at 25 Hz (Holmqvist et al., 2011), so one’s selected camera 

should be capable of at least that. Another consideration is accuracy. A high resolution camera 

is required to accurately estimate the PoG (Beymer & Flickner, 2003; Hennessey,  Lawrence, 

& Noureddin, 2006). A final consideration is the size of head movements that must be tolerated. 
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For large head movements, it may be necessary to make use of a camera with a wide angle lens 

(Nagamatsu, Kamahara, & Tanaka, 2009; Noureddin et al., 2005). 

 

2.7.2 Software components of a remote eye tracker 

With the eye tracker hardware in place, there is now a way with which the eyes can be recorded. 

However, the positions of the feature points (see Figure 2.13) in the image still need to be 

determined. This is accomplished utilising an algorithm implemented as a software solution.  

 

 

Figure 2.13 - Eye image with feature points correctly located 

(Source : Gwon, Cho, Lee, Lee, & Park, 2013) 

 

There are several algorithms available for extracting feature points such as the pupils and 

corneal reflections (Ebisawa, Ohtani, Sugioka, & Esaki, 1997; Lemahieu & Wyns, 2010; Li & 

Parkhurst, 2005; Li, Qi, & Wang, 2001; Mulligan, 1997; Ryan, Duchowski, & Birchfield, 2004; 

Zhu & Ji, 2005b). An overview of the various methods is given in a later section (Section 2.10). 

The software implementation should be able to perform the feature extraction in real time (Li, 

Babcock, & Parkhurst, 2006), as well as compute the PoG. The need for real-time feature 

extraction implies that the feature detection methods be performed as quickly as possible. One 

possible solution would be to make use of specialised hardware for this task. As will be 

discussed in the following chapter (Chapter 3), one example of such a piece of hardware is the 

Graphical Processing Unit. 
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2.7.3 Gaze estimation 

Gaze estimation is the process whereby the user’s point of regard is determined (Cerrolaza, 

Villanueva, & Cabeza, 2008) and makes up the third and final component of an eye tracker. 

The point of regard is also sometimes referred to as the point of gaze (PoG) (Nagamatsu, 

Iwamoto, Kamahara, Tanaka, & Yamamoto, 2010). Video based remote eye trackers make use 

of feature points such as the pupils, limbus and corneal reflections to perform gaze estimation 

(Cerrolaza, Villanueva, Villanueva, & Cabeza, 2012; Lemahieu & Wyns, 2010; Morimoto & 

Mimica, 2005). The POR is calculated relative to the eye tracker’s stimulus’s size in pixels 

(Duchowski, 2007). There are various ways in which the POR is calculated. A discussion of 

the various mapping techniques is presented in Section 2.10. 

2.7.4 Calibration 

Due to the unique characteristics of individual participants, it is necessary to calibrate each eye 

tracker setup for each participant (Hansen & Ji, 2010; Hornof & Halverson, 2002). A typical 

calibration procedure requires the user to look at a number of predefined points on the stimulus 

(Holmqvist et al., 2011; Lemahieu & Wyns, 2010). The number of points varies, but common 

values include 2, 5, 9, 13 and 16 points. The points should cover the area the stimulus represents 

(Holmqvist et al., 2011). The point displayed may be animated to further draw attention to it 

and ensure that the user looks at the point (Duchowski, 2007). During calibration, the state of 

the feature points in the eye video – such as the pupil – are analysed, and a mapping model 

constructed (Duchowski, 2007). The selected features that are analysed will depend on the 

model that is being used. For instance, in a regression-based gaze mapping model, the pupil-

glint vector (P-CR) is examined at each calibration point to determine the coefficients of the 

mapping polynomial through regression. A higher number of calibration points can potentially 

lead to an increase in the accuracy of the gaze estimation procedure at the expense of a longer 

calibration routine and more complicated mapping polynomial (Cerrolaza et al., 2008).  

2.7.5 A summary of the remote eye tracking process 

The entire eye tracking process can be summarised as follows. A camera positioned in front of 

the user observes the user’s eyes. The resulting image – referred to as the eye video – is 

processed and feature points such as the pupil and corneal reflections are extracted. Following 

a calibration procedure, these features are utilised to determine the PoG of the user (Lemahieu 

& Wyns, 2010). As the focus in this dissertation will be on developing an active illumination 

remote eye tracking system, the eye tracking process for a natural light eye tracker will not be 
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discussed.  Thus, from this point on remote eye tracking will refer primarily to the use of IR-

based remote eye trackers. 

2.7.6 Conclusion 

In this section, the mechanics of a video based remote eye tracker have been discussed as they 

relate to a remote video-based eye tracker – the development of which is the goal of this 

dissertation. The various components of an eye tracker were discussed, and the role of infrared 

illumination and corneal reflections in the eye tracking process highlighted. Finally, the way in 

which the PoG is calculated was briefly described. In the proceeding section, the two aspects 

of remote eye tracker research (gaze estimation and feature detection) will be discussed. This 

dissertation will focus on feature detection. Nonetheless, gaze estimation is discussed to 

identify the feature points required for the eye tracker to be capable of performing gaze 

estimation. 

2.8 Remote eye tracker research 

The three eye tracking components described in the previous section can be divided into two 

steps (Blignaut, 2013; Hansen and Ji, 2010). The first step is to detect the eyes and relevant 

feature points in the eye video. The second step is to make use of those features to determine 

where the user is looking (calibration and gaze estimation). It follows then that researchers 

involved in eye tracking are interested in improving each of these two steps. Specifically, 

researchers are interested in finding more robust, accurate and precise mapping techniques with 

which to estimate the PoG, as well as finding better and faster ways to identify relevant feature 

points in the eye video. 

2.9 Eye models and gaze estimation 

There are a number of mapping models available with which the point of gaze (POG) can be 

computed. For the purpose of this dissertation, only models that make use of a feature-based 

approach will be discussed, given that the eye tracker developed will make use of this approach. 

However, other methods do exist. One example of such a method is an appearance-based 

approach illustrated by Liang, Tijus, Chahir, Jouen, and Molina (2013) which maps feature 

points directly to gaze coordinates. 

 

When one considers feature-based mapping approaches, there are two categories that can be 

identified, namely model-based (also known as geometric) and interpolation-based (regression) 
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methods (Hansen & Ji, 2010). The type of model that can be used will also depend on the 

physical eye tracker setup. For instance, the particular model may require stereo cameras or the 

presence of corneal reflections. These hardware components will therefore need to be present 

for the model to be usable. 

2.9.1 Regression-based methods 

Regression based methods generally consist of polynomial expressions that can be used to 

calculate the PoG based on the state of relevant features such as the pupil and corneal 

reflections observed in the eye image (Cerrolaza et al., 2008). A popular and widely used 

regression method is the Pupil-Corneal Reflection (P-CR) technique (Zhu & Ji, 2005a), in 

which the polynomial uses as input the x and y coordinates in pixels of the pupil-corneal vector 

observed in the eye video. 

 

The coefficients of the polynomials in a P-CR model are determined using data obtained during 

the calibration procedure. Regression is performed on observed feature points observed during 

the calibration at the time each dot was shown. Consider the following polynomial that 

estimates the x component of the PoG: 

 

𝑃𝑜𝐺𝑥 = 𝐷𝑥0 + 𝐷𝑥1𝑥 + 𝐷𝑥2𝑥
3 + 𝐷𝑥3𝑦

2 

 

In the polynomial shown above, 𝐷𝑥𝑛 represents the coefficients to be determined through 

calibration whilst x and y represent the components of the observed P-CR vector. The 

regression formula for this polynomial may look similar to the equation below.  

[
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For the purpose of the regression, the PoG components are taken from the location in pixels of 

each dot that was displayed during calibration. The location of each of these dots is known 

beforehand. 
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The performance of the regression based method is very much dependent on the image features 

used, and the degree and number of terms of the polynomial expression used to calculate the 

PoG, as well as the calibration procedure used (Blignaut, 2013; Cerrolaza et al., 2008). One 

weakness of this model is that it tends to be sensitive to head movements (Zhu & Ji, 2005a). It 

is however, very simple to implement, and very little information is needed regarding the 

placement of the hardware components, as most of the necessary information can be 

determined during the calibration process. 

 

2.9.2 Geometric-based gaze estimation 

Geometric, or model-based gaze estimation makes use of the physical structure of the human 

eye (Figure 2.14) to calculate the 3D gaze direction (Hansen & Ji, 2010). These models make 

use of the visual and optical axis of the eye to determine the PoG (Guestrin & Eizenman, 2006; 

Hansen & Ji, 2010). The visual axis of the eye consists of a vector that runs through the centre 

of the pupil and joins with the fovea close to the centre of the cornea (Hennessey, Lawrence, 

& Noureddin, 2006; Villanueva, Cabeza, & Porta, 2007). The visual axis is assumed to be the 

true point of gaze. 

 

Figure 2.14 - Eye model 

(Source: Ohtera, Horiuchi, & Tominaga, 2009) 

 

As each eye is different, it is necessary to calculate the parameters of the visual axis for each 

person. Using the optical axis calculated from the centre of the pupil and corneal reflections, 

the visual axis can be constructed and the PoG calculated (Guestrin & Eizenman, 2006).  
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Unlike the regression-based systems, geometric models require detailed information about the 

positioning of the hardware components of the eye tracker (Hansen & Ji, 2010). As such, they 

are best suited for fixed systems that can be set up once, and left untouched thereafter. These 

systems are more tolerant towards head movements. 

2.9.3 Conclusion 

Both methods make use of feature points such as pupils and corneal reflections. Indeed, 

Guestrin and Eizenman (2006) state that these two features have been used for many years. 

With this in mind, it follows that an active system needs to be capable of accurately identifying 

these two feature points. While a study involving different estimation methods lies beyond the 

scope of this dissertation, it is worth noting that the system developed is theoretically capable 

of both models, as it locates the centre of the pupil and corneal reflections. 

2.10 Feature detection methods 

Detection of the human eye is not an easy task. Hansen and Pece (2005) state that there are 

numerous factors that make the detection of the eye a difficult process. For one, the pupil may 

be occluded by the eye lids. Furthermore, there are variations in ethnicities that need to be 

accounted for, such as the prominent nose features prevalent in Caucasians – a feature that is 

known to cast shadows over the eyes. There are two parts to eye detection. One is determining 

the existence of the eyes in the eye video, and the other to accurately locate the position of the 

eyes (Hansen & Ji, 2010).  

 

Eye position is commonly measured using the pupil centre (Wang, Green, & Ji, 2005). 

However, there are a number of feature points that can be used. The three most commonly 

tracked features are the pupil, the iris and the sclera (Li et al., 2006).  While it is possible to 

perform gaze estimation using only the pupil, adding additional features, such as corneal 

reflections, can improve the gaze estimation (Holmqvist et al., 2011). As mentioned earlier, 

one commonly used variation of the feature-based method is to include active infrared (IR) 

illumination to generate these corneal reflections.  

 

Hansen and Ji (2010) broadly define four classes of eye detection methods. These four 

approaches are shape-based, feature-based, appearance-based and a hybrid approach consisting 

of a combination of the previous three. Each of these four approaches has strengths and 

weaknesses. The following sub-sections provide a short discussion of the four techniques, with 
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a comparison of their relative strengths and weaknesses. By considering the strengths and 

weaknesses of each approach, a suitable technique can be selected to achieve the high sampling 

rate goal of the eye tracker that will be developed. 

2.10.1 Shape-based approach 

The first of the techniques, referred to as the shape-based approach, relies on the fact that an 

open eye has a distinctive shape, such as an elliptical pupil. Shape-based methods generally 

consist of two components, namely, a geometric model and some way of calculating the 

similarity between detected features and the model used (Hansen & Ji, 2010). The geometric 

model will decide whether the eye is modelled as an ellipse or circle, or even as two parabolas. 

One example is the model proposed by Yuille, Hallinan and Cohen (1992) which makes use of 

a deformable template. The template consists of parameters that can be adjusted to match the 

participant’s eyes. In this specific instance, the eye is modelled as two parabolas. 

 

The shape-based approach does have several advantages. It allows for variations in the scale, 

tilt and rotation of the head, and is tolerant towards lighting conditions. One weakness of this 

approach, however, is that it is sensitive to an initial search point. For shape-based methods to 

be effective, this initial point must be located close to the eye. It is not uncommon for shape-

based methods to mistake the eyebrows for the eyes. For this reason, shape-based methods may 

be unsuitable for eye tracking systems that require support for large head movements (Hansen 

& Pece, 2005). A further disadvantage of this method is that it is computationally expensive 

(Hansen & Ji, 2010).  

2.10.2 Feature-based approach 

Feature-based techniques exploit the fact that the human eye has certain characteristics. For 

example, there is a distinct contrast between the edge of the iris and the rest of the eye. One 

can also look for dark points in the image, as the pupil is typically very dark (Hansen & Ji, 

2010). Systems that employ active illumination, such as IR light, can utilise bright and dark 

pupil images in combination with each other. As mentioned earlier in the chapter, alternating 

between bright and dark pupil images provides an effective method of identifying the location 

of the pupil in the image (Ebisawa, Ohtani, Sugioka, & Esaki, 1997; Morimoto, Koons, Amir 

& Flickner, 1998). 
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Feature-based methods, particularly those that use active illumination, are simple to implement 

and present little difficulty in identifying feature points such as the corneal reflections (Hansen 

& Ji, 2010). However, they also suffer when confronted with false positives. As with the shape-

based approach, one of the pitfalls is mistaking eyebrows for eyes (Peng, Chen, & Kukharev, 

2005). Consequently, it may be necessary to add some form of filtering to remove these false 

positives (Hansen & Ji, 2010). Feature-based methods also suffer when eyelids are partially 

closed, as the pupil centre may be offset (Holmqvist et al., 2011) leading to inaccuracies in the 

gaze mapping. Systems that rely on corneal reflections also need to be wary of the fact that the 

corneal reflections can be lost when viewing the eyes at extreme angles. Lastly, while feature-

based systems work well indoors, they become poorer outdoors, as the pupils become smaller 

in bright environments, or can become masked by specular reflections caused by other light 

sources (Hansen & Ji, 2010; Ryan, Duchowski, & Birchfield, 2004).  

2.10.3 Appearance-based approach 

This technique matches the shape of the eye to a template image. The appearance of eye regions 

share commonalities across race, illumination and viewing angle. Thus, a large set of training 

examples with various poses and lighting conditions can be constructed (Hansen & Pece, 

2005). These techniques can be useful for initialisation and validation of eye locations (Hansen 

& Pece, 2005). The method employed is independent of the actual object being tracked and 

can be used to track objects other than the eyes (Hansen & Ji, 2010).  

2.10.4 Hybrid approach 

The hybrid approach is a combination of the three previously discussed approaches. Based on 

existing literature, it can be concluded that a substantial number of eye tracker implementations 

make use of a combination of techniques, rather than just a single one. When one considers the 

relative strengths and weaknesses of each technique, it makes sense to attempt to mitigate 

weaknesses in one technique by applying a different technique in its place. One example of 

such an approach is the eye tracker developed by Zhu and Ji (2005b). In this example, a feature-

based method is combined with template matching. A feature-based method utilising 

alternating bright and dark pupil images is used to identify pupil candidates. The candidates 

are then filtered using a Support Vector Machine (SVM) trained with a data set of eye images 

and false positives. Further examples of existing implementations will be discussed in more 

detail in the following chapter. 
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2.10.5 Chosen method 

The solution developed as part of this dissertation will make use of a feature-based detection 

method. The reason for this approach is the low operational cost resulting from the simplicity 

of a feature-based method, which is important when developing a high-speed system. The eye 

tracker will also typically be located in a laboratory setting, and not outside. This means that 

the lighting issues that are typically associated with feature-based methods will not be a 

concern. Moreover, the simplicity of the implementation also lends itself to a GPU based 

implementation, which is the focus of the next chapter. 

2.11 Conclusion 

In this chapter, the reader has been familiarised with the field of eye tracking in general. The 

chapter has provided an overview of the history of eye tracking, to identify the direction in 

which the field of eye tracking is moving. Next, the way in which an eye tracker is utilised was 

discussed, along with the methods used to analyse eye tracking data. This was done to identify 

usability requirements for the eye tracker developed in this dissertation. Additionally, the data 

quality measures used to evaluate an eye tracker’s performance were described and the 

measures that will be used in the evaluation of the developed eye tracker were selected. Finally, 

the mechanics of a video based remote eye tracker were discussed, with specific focus on the 

process of feature-point detection – the focus of this dissertation.  

 

In the following chapter, an analysis of existing work in the field of low-cost eye tracking is 

done and the role of the Graphical Processing Unit in the feature detection process of the 

envisaged eye tracker will be discussed. 
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CHAPTER 3: DISCUSSION ON EYE TRACKING APPLICATION 

The previous chapter discussed the general theory of eye tracking, and identified the type of 

eye tracker to be developed as a remote eye tracker. As stated in the first chapter, the goal is to 

utilise the Graphical Processing Unit (GPU) to develop an eye tracker that is capable of 

achieving a sampling rate in excess of 200 Hz, while providing acceptable values for precision, 

accuracy and trackability. In this chapter, the technical details of the eye tracker that was 

developed to meet these requirements are discussed. An overview of existing work is provided 

and certain shortcomings that were identified are addressed. In addition hereto, the technical 

requirements for the eye tracker are listed and appropriate hardware and software solutions are 

selected. For the system requirements, software architecture and additional source code 

examples demonstrating the use of the developed eye tracker, refer to Appendix A. 

3.1 Introduction 

Over the last decade, the academic community has been engaged in developing eye trackers 

that employ novel methods to detect features and perform gaze mapping. Large strides have 

been made in reducing the cost of eye tracking systems and improving their accuracy. Solutions 

have been generated using inexpensive commercial off-the-shelf components (San Agustin et 

al., 2010). Some of these systems are capable of achieving accuracies of around one degree 

(Böhme, Meyer, Martinetz, & Barth, 2006; Hennessey, Lawrence, & Noureddin, 2006). 

However, many of these solutions focus on gaze interaction or usability studies and as a 

consequence have relatively low sampling rates. The following section will discuss a selection 

of these eye tracking solutions. By analysing existing work, it is possible to determine 

shortcomings that can be addressed in this study. 

3.2 Existing work 

There are numerous examples of eye tracker systems developed during the past decade. A 

discussion of all of the existing systems, however, lies beyond the scope of this dissertation. 

Nonetheless, there are several examples in the literature that address the issues of cost, 

accuracy, head movement and sampling rate (Böhme et al., 2006; Clarke, Ditterich, Drüen, 

Schönfeld, & Steineke, 2002; Hennessey, Noureddin, & Lawrence, 2008; Lemahieu & Wyns, 

2010; Mulligan, 1997; Noureddin, Lawrence, & Man, 2005; San Agustin et al., 2010). The 

purpose of this section is to provide examples of some of the systems that were developed 
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recently, and to use these to identify shortcomings that need to be addressed in the envisaged 

eye tracker. 

3.2.1 Head movement 

Noureddin, Lawrence and Man (2005) proposed a two-camera setup with a rotating mirror 

(Figure 3.1). The purpose hereof was to provide tolerance for head movements. To this end, 

one of the cameras contained a wide-angle lens that tracked the position of the pupil and glints. 

A frame containing a narrow-angle camera and mirror rotated in accordance with the position 

of the eyes to ensure that they were always visible. The mirror reflected eye images into the 

narrow-angle camera. The results of this study indicated that the system was capable of tracking 

the pupil and glint in real time at 9 fps even in the presence of head movements. Noureddin et 

al. (2005) reported an average gaze accuracy of 2.9 degrees of visual angle for their system.  

 

Figure 3.1 - The eye tracker setup of Noureddin et al. 

Source: (Noureddin et al., 2005) pg.5 

 

Hennessey, Lawrence and Noureddin (2006) developed an eye tracking solution with good 

tolerance towards head movements (Figure 3.2). Their system made use of a 3D gaze mapping 

technique utilising multiple glints. Unlike traditional feature-based systems utilising corneal 

reflections where the infrared (IR) lights are placed below the screen, the system had the lights 

mounted vertically on the right side of the screen. Another set of IR LEDs were mounted on 

the camera’s optical axis to generate bright pupil images. The system allowed head movements 

within an area of 141220 cm and was capable of achieving accuracies of less than 1° of 
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visual angle. The study was conducted at 30 Hz, though the authors cite the camera as the 

reason for the low sampling rate. 

 

Figure 3.2 - The eye tracker of Hennessey and Lawrence. 

  Source: (Hennessey, Noureddin & Lawrence, 2006) pg. 6 

3.2.2 Cost 

San Agustin et al. (2010) developed the ITU gaze tracker. This open-source system allows 

developers to make use of cheap hardware such as a web camera and IR lights to construct an 

eye tracker. The open source nature of the project allows for a large amount of customization 

in terms of the type of eye tracker. With small modifications, one can create even a wearable 

eye tracker using the ITU software (San Agustin et al., 2010). An image of the ITU user 

interface is shown in Figure 3.3 below. 

 

Figure 3.3 - User interface of the ITU open-source tracker. 

Source: (San Agustin et al., 2010)  pg. 2 
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Another example of a low cost solution is the eye tracker developed by Lemahieu and Wyns 

(2010). Their system makes use of a webcam with a resolution of 1024768 pixels, a laptop 

and IR light sources. To improve the accuracy, the user’s head is kept still using a simple frame. 

The accuracy obtained in their study was 1.5° of visual angle. Böhme et al. (2006) created a 

similar system (Figure 3.4) which allowed for head movements of up to 20 cm on all three 

axes. They obtained an average accuracy of 1.2°. Both of these systems run at under 30 Hz. 

 

Figure 3.4 -  The low-cost eye tracker of Böhme et al. 

Source: (Böhme et al., 2006) pg. 2 

3.2.3 Sampling rate 

While the systems above generally work at 30 Hz or lower, there are systems that have reported 

higher sampling rates. Hennesey et al. (2008) present a technique with which sampling rates 

of as high as 407 Hz can be obtained. By utilising a series of hardware and software regions of 

interest (ROIs), they minimise the amount of data that must be processed, thereby increasing 

the obtainable sampling frequency. While the accuracy for their system is not reported, it does 

obtain an unfiltered average precision of 0.347° of visual angle. 

 

More recently, Mulligan (2012) has shown that it is possible to obtain accuracies of 0.5° of 

visual angle while making use of hardware acceleration to increase the sampling rate of the 

system to 250 Hz for images as large as 640480 pixels. By utilising the NVidia CUDA and 

the Graphics Processing Unit (GPU), it is demonstrated that certain aspects of the eye tracking 

process can be performed on the GPU at significantly faster speeds than on the CPU. The 

current study will build on the Mulligan study by expanding it to other types of GPU enabled 

cards, experimenting with various image sizes and testing the application extensively. 
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3.2.4 Shortcomings that will be addressed 

The primary issue that will be addressed in the study is the relatively low sampling frequency 

that many of the systems discussed in the preceding section support. While it is possible that 

these systems are capable of higher sampling frequencies, they have not been tested at these 

frequencies. Thus, one of the goals of this research study is to ascertain whether or not the 

sampling frequency has an effect on the data quality of a P-CR (Pupil-Corneal Reflection) 

system, as well as report on the actual values obtained by the system at higher frequencies.  

 

Few of the existing systems studied report the precision and trackability obtained. However, in 

order for a system to be effective and accepted by users, it is necessary to show that it is 

sufficiently accurate for its tasks (Hennessey et al., 2006). Moreover, certain tasks require both 

a high accuracy and precision (Holmqvist et al., 2011). The evaluation of the envisaged eye 

tracker should therefore report as much about data quality as is possible within the time 

constraints. 

 

Finally, the system to be developed should strive to be easy to set up and use, and to be 

compatible with a wide range of computer systems. It should therefore be capable of running 

on mid-range computer systems. 

3.2.5 Conclusions 

Several examples of different P-CR (Pupil-Corneal Reflection) eye tracker systems developed 

by the academic community have been discussed. From the existing work, a number of 

shortcomings have been identified that will be addressed. 

 

The following section outlines the technical requirements that must be met in order for the eye 

tracker to address the shortcomings. 

3.3 Technical requirements 

For a remote eye tracker to be effective and accessible, there are several issues that need to be 

attended to. To be widely accepted, the system should be accurate (Section 2.4.1), precise 

(Section 2.4.2), and affordable, as well as offer a fair amount of tolerance towards head 

movements without being intrusive (Böhme et al., 2006; Sesma-Sanchez, Villanueva, & 

Cabeza, 2014) . It has previously been mentioned that a remote eye tracker is the most suitable 
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choice of eye tracking system, and will be capable of meeting with the objectives. The system 

to be developed will therefore require infrared light sources and one or more cameras for the 

eye video. 

 

The purpose of this section is to address the issues of cost, data quality and tolerance towards 

head movements and explain how each of these issues will be resolved. 

3.3.1 Cost 

The cost of the system needs to be kept as low as possible. One way to accomplish this is to 

make use of hardware that is widely available, such as web cameras. However, these cameras 

lack the required refresh rates needed for high-speed applications. Moreover, they lack the 

required resolution needed for a precise system. It is clear, therefore, that it will not be possible 

for a high-speed system to be constructed from cheap commercial off the shelf components. 

 

There are cameras that can still be considered affordable when compared to the cost of a 

commercial eye tracking system. A camera for 500 euros may not be as cheap as a webcam, 

but is still more affordable than a 20,000 euro eye tracker. 

3.3.2 Sampling rate 

If the developed eye tracker system is to move away from the low frequency (60 Hz) range, it 

will require hardware and software capable of running at higher frequencies. It is also the goal 

of this study to test the system at higher frequencies, rather than develop a theoretical solution. 

The hardware should therefore be capable of running at a variety of different frequencies so 

that the actual performance of the system at these frequencies can be observed. This is an 

important consideration when selecting the camera, as the bandwidth of a USB 2.0 camera may 

be insufficient for this task. The use of USB 3.0 may be sufficient, but will potentially drive up 

the overall cost of the system, particularly if a USB 3.0 expansion card is required by the host 

computer. 

3.3.3 Tolerance towards head movement 

To accommodate head movement, the use of two cameras or one camera with a wide-angle 

lens, is required. Making use of two cameras drives up the cost of the system, so the simplest 

solution would be to fit the camera with a lens that provides enough tolerance for head 

movements. However, this creates a further complication as the resolution of the eye video has 
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an effect on the error obtained in the measurement of feature points (Hansen & Pece, 2005; 

Sesma-Sanchez et al., 2014). A balance must therefore be obtained between the size of the head 

box and the resolution of the eye video. 

3.3.4 Precision and accuracy 

It has been demonstrated that single camera systems are capable of achieving relatively good 

accuracies. Blignaut (2013) and Lemahieu and Wyns (2010) both demonstrate single camera 

setups that achieve accuracies of 1° and 1.5° of visual angle respectively. In terms of precision, 

Hennesey et al (2008) has shown that under the right circumstances P-CR systems can achieve 

relatively good precision (~0.2°) at frequencies as high as 386 Hz, with little in the way of 

filtering in the form of smoothing (as described in Chapter 2, Section 2.4.2 ) over a period of 

time. It stands to reason, therefore, that the proposed system can achieve similar results. 

 

The following section discusses the Graphics Processing Unit (GPU) and technologies that can 

be used to utilise this powerful piece of hardware. 

3.4 The Graphics Processing Unit 

To meet the requirements stipulated in the previous section, suitable technology needs to be 

utilised. This ranges from selecting hardware to implementing a software solution. It has been 

discussed in the previous chapter that part of the eye tracking process involves the processing 

of eye images to extract relevant feature points. Mulligan (2012) has demonstrated that it is 

possible to accelerate aspects of the image processing phase by moving them to the GPU using 

NVidia’s CUDA. Algorithms such as canny edge detection have also been implemented using 

GLSL (OpenGL® Shader Language) and run faster on GPUs (Roodt, Visser, & Clarke, 2007). 

The purpose of this section is to provide background on the modern GPU and motivate its 

inclusion in the envisaged eye tracker system, as well as provide information on the various 

APIs available with which to program the modern GPU.  

3.4.1 Evolution and development of the GPU 

The modern GPU can trace its roots back to the 1980’s. In 1981 IBM created the first video 

card available for the PC (Crow, 2004). It was capable of outputting monochrome text only, 

and was incapable of addressing a single pixel. Later video cards added the ability to work with 

higher resolutions and larger amounts of colours, and were capable of manipulating individual 

pixels. However, these video cards were still limited as they relied on the CPU to do most of 
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the work. The result of this dependency was that the CPU ended up doing even more work than 

before. To remedy this situation, IBM created a processor based video card, which contained 

the Intel 8088 microprocessor called the Professional Graphics Controller (IBM, 1984). This 

adapter performed all the video processing computations and freed up the CPU to do other 

work. It was this step that set the standard for all further video cards. Future video cards would 

all contain processors.  

 

Later developments included the idea of a graphics pipeline (Crow, 2004; McClanahan, 2010). 

This pipeline resembled a manufacturing line, where results of previous steps were used as 

inputs, processed, and then passed to the next step. The pipeline simplified the process of 

programming for the graphics hardware, as it converted graphics data from a format convenient 

for the programmer, to that usable by the display hardware. Initially, this pipeline was not 

exposed to programmers. Thus, once the graphics data entered the rendering pipeline, the 

programmer had no control over what was rendered. This type of pipeline was referred to as a 

fixed function pipeline (Crow, 2004). 

 

Modern graphics cards have shifted away from the fixed function pipeline, however, and have 

been replaced with a programmable pipeline (Dokken, Hagen, & Hjelmervik, 2007). In 2002, 

the NVIDIA GeForce FX family of graphics cards gave programmers the ability to write 

customized programs to operate on the vertex and pixel levels (Fernando & Kilgard, 2003). 

This allowed programmers to start writing creative bits of code to manipulate graphical data to 

achieve a number of interesting effects, such as better lighting effects and shadows. These 

programs, referred to as shaders (Dokken et al., 2007), could be implemented using graphics 

APIs such as OpenGL® or Microsoft’s Direct3D. The shaders could be written in HLSL (High 

Level Shader Language), GLSL (Open Graphics Library Shader Language) or NVIDIA’s Cg 

programming language (Fernando & Kilgard, 2003). Recent advances in GPU architecture 

have increasingly opened up more of the pipeline to programmers. 

 

A typical graphics hardware pipeline consists of the following steps: vertex transformation, 

primitive assembly and rasterization, fragment texturing and colouring, and finally, raster 

operations (Dokken et al., 2007; Fernando & Kilgard, 2003). Initially, GPUs were responsible 

only for the final stage of this pipeline. However, as they evolved, more and more stages of the 

pipeline were transferred to the GPU. The advantage of moving the pipeline over to the GPU 

was that it freed up the CPU to do more geometry and application calculations. This in turn 
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translated into more graphical data that could be sent to the GPU to be drawn, allowing 

programmers to start drawing extremely detailed scenes in real time.  

3.4.2 Architecture of the modern GPU 

To understand why modern GPUs have become so powerful, it is necessary to take a look at 

their architecture. Whereas CPUs are instruction driven, GPUs make use of streams (Dokken 

et al., 2007). The advantage of stream processing is that it allows simple computations to be 

performed very fast and in parallel. As graphics computations are generally very simple and 

require very little memory, the stream processing model is the ideal choice (Crow, 2004).  

 

One can think of a stream as an ordered set of data of the same data type. In terms of graphics 

processing, this stream is typically a large collection of vertices. The stream in turn passes 

through a series of kernels. The kernels process each element in the stream and produce one or 

more streams as output. Each kernel performs the same set of instructions on each element in 

the stream. Thus, many of these instructions can be performed in parallel. This model of 

processing is referred to as SIMD, which stands for Single Instruction, Multiple Data (Dokken 

et al., 2007; Geldhof, 2007). Modern GPUs are capable of supporting thousands of stream 

processors.  

 

If one considers the massive parallel potential for image processing functions thanks to the 

SIMD architecture, coupled with a CPU unburdened by these functions, it makes sense to try 

incorporating the GPU in the eye tracking process. However, to utilise the GPU, a suitable way 

of writing programs for it is required. As mentioned previously, APIs such as OpenGL® and 

Direct3D can be used. The following section will give a short overview of a few of the APIs 

and languages available to programmers. 

3.4.3 Graphics APIs and shader languages 

There are several APIs and languages available with which to interface with the GPU. In 

addition to DirectX and HLSL, there is OpenGL®.  OpenGL® was first created by Silicon 

Graphics, Inc. in 1989 as an open and reproducible alternative to Iris GL, which was at the time 

the proprietary graphics API on Silicon Graphics workstations (OpenGL, 2015). It was similar 

to Iris GL in some respects, and can be thought of as a formalized definition of Iris GL. It is 

supported on both Windows and Linux systems, and as such has gained a wide appeal.  
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Open Cg is a C-like language that allows programmers to control the shape, appearance and 

motion on drawn objects using programmable graphics hardware . It was created in 

collaboration with Microsoft and is compatible with both OpenGL® and HLSL for DirectX 

9.0. 

 

OpenGL and DirectX are generally used for 3D graphics. However, the advent of 

programmable GPU operations has opened the door for more general computations to be 

performed on the GPU.  

3.4.4 GPGPU applications 

General Purpose calculations on Graphics Processing Units (GPGPU) is a term that refers to 

using the GPU for general purpose calculations instead of graphics rendering. One example of 

this is making use of the GPU to perform Fast Fourier Transforms (FFT) (Govindaraju, Lloyd, 

Dotsenko, Smith & Manferdelli, 2008) and to reconstruct images from magnetic resonance 

imaging (MRI) (Archirapatkave, Sumilo, See, & Achalakul, 2011; Sumanaweera & Liu, 2005). 

There are several APIs that can be used to perform general computations on the GPU. 

 

Two popular APIs for GPGPU applications are NVIDIA’s CUDA (Compute Unified Device 

Architecture) and OpenCL (Open Compute Language). More recently, Microsoft’s DirectX 11 

API has support for what is referred to as a compute shader. A compute shader (also known as 

DirectCompute) is a programmable shader that provides high-speed general purpose 

computing (Microsoft, 2015a). 

 

The eye tracking software developed as part of this study will make use of DirectX for its 

implementation. DirectX has the advantage that it is supported by most modern GPUs, whereas 

CUDA is restricted to NVIDIA cards only (NVIDIA, 2015). A disadvantage of DirectX is that 

it runs on Windows platforms only. However, OpenGL offers similar functionality and it is 

therefore conceivable that the solution could be ported to OpenGL, thereby providing support 

for other operating systems, such as Linux, should it be needed. 

 

The next section discusses DirectX and its corresponding shader language, HLSL, as well as 

the components of these technologies that will be utilised in the eye tracker application. 
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3.5 DirectX 

DirectX is one of the commonly used APIs that provides access to the capabilities of the 

computer’s video and audio cards, which allows for the development of hardware-accelerated 

applications. For the purpose of the developed eye tracker, DirectX 9 for C# has been selected 

as the API (also referred to as Managed DirectX). Compared to later versions, DirectX 9, 

specifically Direct3D 9, has the advantage that it is supported by all current hardware 

(Microsoft, 2015b). The DirectX framework consists of numerous components that allow 

access to input, audio and display devices. The core of the proposed solution is powered by 

Direct3D, which facilitates 3-D graphics programming. Figure 3.5 below illustrates the 

DirectX graphics pipeline. 

 

Figure 3.5 - The DirectX 9 Graphics Pipeline 

Source: http://www.riemers.net/eng/Tutorials/DirectX/Csharp/Series3/Vertex_Shader.php 

Last accessed: 02/02/2015  

The vertex shader performs per-vertex processing, such as transforming the vertex coordinates 

from world coordinates to screen coordinates. At the very least, the vertex shader must output 

vertex positions in 2D coordinates representing the corresponding screen coordinates of the 3D 

positions. Additionally, the vertex shader can output texture coordinates, vertex colours, 

lighting factors and so on. As the vertices provided in the proposed solution are in no need of 

transformation, this section of the shader can be omitted in the implementation of the eye 

tracker software. 
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The pixel shader in turn performs manipulations on a per-pixel basis. This includes lighting 

computations and texture lookups. The pixel shader works in tandem with the vertex shader, 

where the outputs of the vertex shader are used as input for the pixel shader. It is at this stage 

of the pipeline that the eye tracking image processing functions will be implemented using 

shaders written in High Level Shader Language (HLSL) (see next section).  

3.5.1 HLSL 

HLSL is a High Level Shader Language for DirectX that allows one to create C-like 

programmable shaders for the Direct3D pipeline. It was first introduced in DirectX 9 (Peeper 

& Mitchell, 2004), and allows developers to take control of exactly what happens to graphics 

data on a per-vertex and per-pixel basis. The figure below provides a sample of a typical HLSL 

shader.  

 

 

Figure 3.6 - Sample HLSL code 

3.5.2 Utilising HLSL 

As images will be processed rather than large sets of vertices, a way of convincing the API into 

thinking that it is working with 3D is required. In general, the GPU's approach to 2D image 

processing is a subset of 3D processing (Bjorke, 2005). Thus, a quadrilateral polygon 

consisting of 6 vertices can be aligned to the output screen and rendered, either to the screen, 
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or onto an off-screen buffer. As mentioned earlier, vertex positions are already in clip space 

and no vertex processing functions are required. Each pixel can then be manipulated by pixel 

shader programs to achieve the desired output. Pixel operations performed on the GPU do not 

lead to a loss of image quality, and are extremely fast. This allows high resolution images to 

be processed swiftly and without any visual artefacts. By rendering to an off-screen buffer, it 

will be possible to output the results of each shader pass to system memory. From here, the 

results of the image processing can be utilised to extract the pupils and corneal reflections. 

3.5.3 Conclusion 

In the section above, DirectX and HLSL have been discussed, and the relevant parts of the 

graphics pipeline that will be used during development have been highlighted. As the eye 

tracking feature detection process involves image processing, pixel shaders written in HLSL 

will be utilised. 

 

The following section provides details on the proposed solution and also identifies various 

issues related to the development that need to be addressed. 

3.6 Proposed solution 

As stated earlier, one of the chief benefits of utilising the GPU is that it frees up CPU cycles 

that would otherwise be spent on processing the eye images. This allows the CPU to spend 

more time performing other tasks. For instance, the GPU can be used to assemble screen 

captures with video overlays along with a heat map or gaze paths in real time (Duchowski, 

Price, Meyer, & Orero, 2012). This could potentially allow for much faster processing of the 

eye video, which in turn means a higher sampling rate for the eye tracker. With this in mind, 

the eye tracker application developed as part of this study – henceforth referred to as the HLSL 

tracker – seeks to remove the image pre-processing burden from the CPU, and have it done by 

the GPU. This will be accomplished using Direct3D and a number of pixel shaders written in 

HLSL. 

 

However, even though image processing on the GPU is theoretically faster, there are potential 

stumbling blocks that need to be considered.  
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3.6.1 Overhead 

The first issue is that of the overhead incurred when converting the raw image data into the 

format required by Direct3D, and then rendering it using the appropriate pixel shaders. In the 

event that this overhead is too large, the gains made by using the GPU will in effect be cancelled 

out. An additional overhead will also feature when copying the image data from the GPU 

memory back to the system memory. It will therefore be necessary to study the rate at which 

the overhead grows in relation to the image size. 

3.6.2 Image processing functions and compatibility 

To extend compatibility to older systems, all pixel shaders will be Shader Model 2 compatible. 

This limits the number of instructions that can be performed in the pixel shader to 256 

(Microsoft, 2015c) and will in turn affect the choice of image processing functions. HLSL is 

not a language developed for general computations, and one is therefore limited to simple per-

pixel operations. However, thresholding, edge detection and noise removal are prevalent in eye 

tracking and are simple to implement in HLSL. They also contain very few instructions, and 

will therefore fall within the 256 instruction limit. 

 

Not all issues are GPU related, however. Additional factors that need to be taken into account 

are the choice of camera, its resolution and the positioning and intensity of the IR light sources. 

3.6.3 Camera selection 

For accurate results, a high resolution camera will be required. As mentioned earlier in the 

chapter, the camera should also be capable of attaining high sampling rates. The choice of 

resolution is also important, as it will affect the size of the head box and in turn the amount of 

head movement that is tolerated by the system, as well as the overhead incurred by the transfer 

to and from the GPU.  

3.6.4 Infrared light sources 

It is important to consider the number and positioning of the infrared (IR) light sources, as well 

as the intensity of these light sources with regard to the number of IR LEDs each light will 

consist of. The positioning of the light sources has an effect on the appearance of the pupil. If 

positioned on the optical axis of the camera, a bright pupil image is generated (Zhu & Ji, 2005b) 

(Figure 2.12 in previous chapter). This is useful when making use of difference images. 
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However, difference images will not be used, as they effectively halve the sampling rate 

(Hennessey et al., 2008).  

3.6.5 Conclusions 

The section above highlighted the role that the GPU will play in the eye tracker. The challenges 

associated with this goal were identified, along with further hardware related challenges such 

as the choice of camera and positioning and number of light sources. 

 

Attention will be devoted next to discussing the development of the eye tracker software and 

choice of hardware, as well as the various changes that were made throughout the development 

cycle. 

3.7 Hardware setup 

The final eye tracker setup consisted of a single USB 3.0 CMOS camera from IDS (Model UI-

3360CP-NIR-GL) (https://en.ids-imaging.com/store/ui-3360cp.html). At the time of writing, 

the price of the camera was around 600 euros. The native resolution of this camera is 

2048x1088 pixels and can be modified using a hardware area of interest (AOI). This allows for 

great flexibility when deciding on a suitable eye video size. At the native resolution, the camera 

is capable of around 70 FPS (https://en.ids-imaging.com/IDS/spec_pdf.php?sku=AB00475). 

In addition to hardware AOIs, the camera also allows the frame rate to be adjusted. The camera 

is fitted with a 16 mm lens along with a daylight filter that eliminates most natural light, with 

the exception of the IR band. This filter should yield a much cleaner image and minimise the 

chance of secondary corneal reflections caused by other light sources in the vicinity of the eye 

tracker. To generate the corneal reflections, two IR LEDs were positioned equidistantly on 

each side of the camera. 

 

Figure 3.7 – The UI-3360CP camera used for the eye tracker 

Source: https://en.ids-imaging.com/store/ui-3360cp.html. 

Last accessed: 16/04/2015 
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Initially, only one IR light source positioned next to the camera was used. However, it was 

observed that extreme head movements caused shadows on the face which made it difficult to 

locate the pupils. The addition of a second light and the new positioning of the lights solved 

this issue. 

3.7.1 Selection of eye video size 

The size of the eye video was not fixed, as it forms part of the evaluation of the eye tracker. 

Instead, multiple resolutions will be tested to evaluate different sampling frequencies and head 

positions. 

3.8 Software development cycle 

During the development of the HLSL tracker, a number of different implementations were 

developed and tested. In each iteration of the implementations, a shader was developed to 

process the image in such a way so as to minimize the amount of work that must be done by 

the CPU when processing the image.  

 

Ideally the GPU should be able to perform all the processing required, i.e. manipulating the 

image, computing the pupil and glint centroids, as well as mapping the pupil and glint centroids 

to gaze coordinates. However, given the limitations of Shader Model 2, this would not be 

possible. Instead, the image would be processed by the GPU with the CPU handling the 

centroid computations along with the appropriate gaze mapping functions.  

3.8.1 Simple threshold 

Initially, a shader was developed using a simple threshold function to isolate the pupil and 

glints into a binary image. Using this threshold, the image was converted into a black and white 

image. The code snippet below illustrates how this was accomplished in HLSL. 

 color.rgb = 1 - color.rgb; 

 if (color.r < threshold) 

 { 

  float3 originalColor = 1 - color.rgb; 

  if (originalColor.r > threshold - 0.1) 

    color.rgb = 1; 

  else 

    color.rgb = 0; 

 } 

 

The snippet above inverts the image’s colours after which it applies the threshold test. It was 

observed that glints are most visible in the red colour channel. This claim is similar to that of 
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the implementation of Lemahieu and Wyns (2010) in their low-cost eye tracker. Glint points 

are eliminated with the first threshold test. Next, potential pupil pixels are then made white, 

while all other pixels are made black.  

 

While the simple threshold was effective at isolating the pupil in certain conditions, it suffered 

from two problems. Firstly, selecting the threshold had to be done manually through trial and 

error, and certain changes in lighting conditions prevented the threshold from working at all. 

Secondly, because of the fact that both the glints and the rest of the image were now black, the 

number of pixels that needed to be examined to locate the glints was considerably large. 

Moreover, there was no way of distinguishing between glints and the rest of the eye in the 

processed image, which meant that the original image needed to be scanned to locate the glints.  

 

The separate processing of the original image renders the GPU implementation redundant, as 

there still remains a significant portion of the image processing to be done by the CPU. Thus, 

this technique requires improvement in two areas. Firstly, additional control over the threshold 

is required to make adjustments for different lighting conditions and participant characteristics. 

Secondly, a way to isolate the glints and pixels in the processed image is required in such a 

way that they are easy to locate without having to look at the original image. 

3.8.2 Separate colour channels 

To separate the glints and pupils from each other in the processed image, each was stored in a 

different colour channel. Thus, potential pupil pixels were rendered in green whilst glints were 

rendered in red. The decision on whether or not the pixel was a pupil or glint was based on two 

separate thresholds, as suggested by Lemahieu and Wyns (2010). This allowed for better 

control over the threshold in different lighting conditions. In addition to the separate colour 

channels, a number of additional processing functions were added to enhance the contrast 

between the pupil and the surrounding image. 

3.8.3 Improved threshold functions 

As mentioned above, the improved implementation makes use of two individual thresholds to 

isolate the pupils and glints. These two thresholds are called Bright and Dark for the glint and 

pupil respectively. Pixels that do not pass the threshold tests are made black, thereby greatly 

simplifying the task of locating the pupils and glints. The threshold function works as follows: 

After the initial pre-processing of the image, the shader selects pupil candidate points using the 
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Dark threshold and encodes these candidates into the green colour channel, thereby eliminating 

the problem that occurred in the previous implementation where the glints disappeared into the 

rest of the image. The intensity of the green colour is determined based on the original pixel’s 

distance from the Dark threshold, as demonstrated by the snippet below. 

 

color.rgb = float3(0,distance(color.rgb, Dark),0); 

 

Next, glint points are isolated and coloured red. As the glint points are among the brightest 

pixels in the image, the Bright filter is used to isolate them. As with the pupil points, some 

image pre-processing is performed before the colour coding process. 

 

 //Image pre-processing 

//… 

 glintColor.rgb = distance(glintColor.rgb,0)  

                        / distance(glintColor.rgb, 1); 

      //Check if potential glint point 

 if (glintColor.r > Bright) 

  color.rgb = float3(1,0,0); 

 

The solution above removes the need to process the original image separately from the 

processed image. With the glints and pupils each isolated into their respective colour channels, 

the CPU now needs only look through the results and compute the centroids for each feature. 

As a final step, the grey-scale colour value of the original image can be encoded into the blue 

colour channel. This provides the ability to quickly look up the original image values if needed. 

 

3.8.4 Camera adjustments 

The success of the threshold function can be improved further by making adjustments to the 

exposure time, gain and gamma of the camera. Informal experimentation revealed that it was 

unnecessary to make adjustments to the values of Dark and Bright, and that simple adjustments 

to the camera could compensate for the changes in light conditions or participant 

characteristics. 

3.8.5 Centroid computation 

After the image has been processed and candidate pixels separated into the green and red colour 

channels, the centres of the pupils and glints can be calculated by the CPU. The pupil and glint 

candidate points are aggregated into lists, and the AForge image processing library 

(https://code.google.com/p/aforge/) is used to calculate the centres of each of these collections. 
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Provided there are not large quantities of outliers involved, the centre is calculated fairly 

accurately. In this particular implementation of the HLSL tracker, no ellipse fitting was 

performed. However, it is certainly possible to add this step if needed at a later stage given that 

all the candidate feature points are already grouped into separate collections. 

 

Unfortunately, the pupils and glints are not always the only parts of the video that pass the 

thresholding test. As a result, further improvements to the image processing are required, along 

with the centroid computations. The following section discusses the final version of the 

software. 

3.9 Final software 

The final implementation makes use of three shaders. The first is a pre-processing shader. This 

shader is responsible for identifying candidate pupil and glint pixels and separating them into 

their respective colour channels. The next shader is a post-process shader that is responsible 

for removing noise in the image if needed and performing edge detection on the pupil points. 

The final shader is used purely for feedback to the user in the form of the eye video. This shader 

is responsible for rendering the original eye video with markers for the detected feature points. 

3.9.1 Pre-process shader 

As mentioned in the previous section, one of the issues with thresholding is that non-feature 

points often pass the test. This problem can be solved if the last location of the pupil or glint is 

known. Points that lie outside a certain radius from the known location can then be discarded, 

i.e. coloured black. However, the challenge remains to find the initial location of the pupils and 

glints. To tackle this challenge, a number of further improvements to the threshold functions 

were made. These changes were incorporated into the pre-process shader. 

3.9.1.1 Glint isolation 

To locate the eyes initially, it was determined that the glints could be used reliably. Thus, once 

the glints have been located, the area around the glints can be searched for the pupil points. To 

make the glints easier to locate, the following lines of code were added to the pre-process 

shader.  
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//Left-right 

float c1 = tex2D(TextureSampler, float2(uv.x + 1 / width, uv.y)); 

float c2 = tex2D(TextureSampler, float2(uv.x - 1 / width, uv.y)); 

//Update down 

float c3 = tex2D(TextureSampler, float2(uv.x, uv.y - 1 / height)); 

float c4 = tex2D(TextureSampler, float2(uv.x, uv.y + 1 / height)); 

float3 n = (abs(c1 - c2) + abs(c3 - c4)) / 2; 

if (n.r > GlintThresh) 

color.rb = float2(1, 0); 

 

To isolate the glints, the surrounding opposing pixels are subtracted from each other. The 

average of these differences is then taken and tested with a threshold. Pixels that pass the test 

are glint candidates and are coded into the red colour channel. The figure below shows the 

results of the above code snippet. 

 

Figure 3.8 - The result of the glint threshold test 

This threshold has proved to be very reliable once the camera’s gain, gamma and exposure 

time has been adjusted for a participant, and works for large eye videos (1024768). As with 

many IR systems, however, it does still suffer when confronted with other reflective surfaces 

such as spectacles or particularly bright areas in the background of the image. 

3.9.1.2 Pupil isolation 

To isolate the pupil pixels, a second threshold is used. If the location of the glints is not known, 

any pixel that passes the threshold test is coded into the green colour channel. However, if the 

location of the glints is known, some additional processing is performed instead. The distance 

between the closest glint and the current pixel is determined. The pixel’s green colour value is 

determined using the distance and a radius. Hence, pixels that lie too far away from the glints 

are made black. Pixels inside the radius will have various shades of green.  
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float d = 1 - min(distance(screen, LeftGlint),  distance(screen, 

RightGlint)) / radius; 

color.g = d; 

 

By doing this, certain types of noise, such as that caused by eyebrows and eyelashes, can be 

eliminated before processing the image, thereby simplifying the next step greatly. As a final 

step, an additional test on the pixels that passed the initial test converts the green gradient into 

a solid colour. 

3.9.2 Post-process 

The post process shader takes the output of the pre-process shader and removes outliers from 

the image. Additionally, it performs edge detection to further decrease the number of pixels 

that must be processed by the CPU.  

3.9.3 Noise removal 

In addition to the post-process shader, a noise removal shader was created that passes over the 

same image multiple times in order to solidify the pupil regions. This is useful where lighting 

conditions are poor and ensures a stable pupil point. Finally, the output image is processed by 

the CPU to determine the coordinates of the pupils and glints. The figures below show the 

resulting images. Figure 3.8 represents the original noisy pupil image, with the results of each 

pass of the noise removal filter. Figure 3.9 shows the resulting eye video with the feature points 

located. 

       

Figure 3.9 - The results of each pass in the noise removal shader 

 

Figure 3.10 - The resulting eye video after noise removal 
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3.9.4 Pupil deformation 

An additional issue that arises in the pupil centre computation process is when the glint and the 

pupil intersect. This intersection causes the pupil to lose its circular shape, which in turn offsets 

the computed pupil centre. To counter this, glint pixels inside the previously known pupil 

radius are coloured as pupil and glint pixels. In other words, they are made yellow. 

3.9.5 Feature point validation 

As a final improvement, the feature point validation was improved by means of two tests. 

Firstly, glints were required to be a certain distance from each other. This distance was 

estimated based on the distance of the camera from the participant, and the lens fitted to the 

camera. The second test involved the values of the glints. Values that were zero or NaN (Not a 

Number) triggered a reacquisition flag, and resulted in the software ROIs being reset to the 

entire image. Pupil validation was performed using the locations of the glints. Candidate points 

that lay outside a certain radius from the closest glint were discarded from the pupil centre 

computations.  

 

These validation tests helped to ensure that thick lashes, makeup or dark eyebrows did not 

interfere with the detection of the actual feature points. The images below show the outputs of 

each shader involved. As mentioned earlier, the final implementation makes use of two IR light 

sources, rather than one. 

 

 

(a) 
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(b) 

 

(c) 

Figure 3.11 - Output of each step: (a) pre-processing, (b) post-processing, and (c) resulting eye video 

3.10 Gaze estimation 

In Chapter 2, the two gaze estimation models were discussed. To evaluate the accuracy and 

precision of the HLSL tracker described in this chapter, it is necessary to perform gaze 

estimation on the data generated during the experimental described in Chapter 4. The choice 

of gaze estimation will ultimately affect the accuracy that can be obtained (see Chapter 2, 

Section 2.9.1). As a complete evaluation of different mapping techniques falls beyond the 

scope of the dissertation, only a single technique, namely regression-based gaze estimation, 

will be used during the analysis. The following two polynomials will be used to compute the 

point of gaze (Blignaut, 2013): 

 

𝑃𝑜𝐺𝑥 = 𝑎𝑥0 + 𝑎𝑥1�̂� + 𝑎𝑥2�̂�
2 + 𝑎𝑥3�̂�

3 + 𝑎𝑥4�̂� + 𝑎𝑥5�̂��̂� +  𝑎𝑥6�̂�
2�̂� + 𝑎𝑥7�̂�

3�̂� 

𝑃𝑜𝐺𝑦 = 𝑎𝑦0 + 𝑎𝑦1�̂� + 𝑎𝑦2�̂�
2 + 𝑎𝑦3�̂� + 𝑎𝑦4�̂�

2 + 𝑎𝑦5�̂��̂� + 𝑎𝑦6�̂�
2�̂� 
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where (�̂�, �̂�) are the coordinates of the Pupil-Corneal Reflection vector, and 𝑎𝑥,𝑦 the 

coefficients to be determined using regression based on calibration data obtained. 

3.11 Conclusion 

The purpose of this chapter was to provide examples of existing eye tracker implementations 

that address issues of cost, sampling rates and accuracy and precision. Next, relevant hardware 

and software technologies were identified to develop an eye tracking solution that attempted to 

improve upon the existing work. Of special note was the inclusion of the Graphics Processing 

Unit (GPU) which was utilised in the HLSL tracker to facilitate image processing functions 

involved in the eye tracking process. The chapter concluded with details of the eye tracking 

implementation and the gaze estimation that will be utilised for the purpose of evaluation. 

 

The following chapter will discuss the methodology used to evaluate the performance of the 

eye tracker. 
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CHAPTER 4: EXPERIMENTAL DESIGN AND METHODOLOGY 

In the previous chapter, the implementation of the eye tracker was discussed. The goal of 

Chapter 4 is to discuss how the eye tracker will be evaluated. Included in this chapter is a 

discussion on the various methods that can be utilised to perform research of this nature, as 

well as motivation for the selected method. Furthermore, the design of the research method 

will be provided and discussed with appropriate motivation from the literature consulted. 

4.1 Introduction 

There are several methods available with which research can be conducted (Olivier, 2009). 

Examples of common methods include experiments as well as design and creation (Oates, 

2006). Up to this point, the goals of the study have been described in a general fashion. To 

review from Chapter 1, the main research objective is to develop an eye tracker that conforms 

to the following criteria: 

 Captures eye movements at a high sampling frequency 

 Has a high level of tolerance toward head movements and eye characteristics 

 Provides data with a high level of precision, accuracy and trackability 

 Is affordable (low-cost) when compared to commercial systems 

As discussed in Chapter 3, the eye tracker consists of both hardware and software components. 

The novelty of the HLSL tracker lies in the software component and the use of the GPU for 

image processing. The software component must therefore be evaluated to determine the 

effectiveness of the solution. 

 

In Chapter 2, five of the measures used to judge eye trackers were discussed. These measures 

were accuracy, precision, trackability, latency (no included in the study) and sampling 

frequency. It then follows that in order to effectively evaluate the developed eye tracker, it is 

necessary to measure its performance in terms of these five measures, since any research 

involving a software artefact needs to be evaluated using relevant criteria (Oates, 2006). For 

this to occur, the exact performance criteria need to be clearly defined so that a frame of 

comparison can be established. 

 

An additional concern is the interaction that the above-mentioned factors have with one 

another. It is therefore important that each of these factors is examined in isolation, in addition 

to an overall evaluation of the eye tracker system. With the individual evaluation of each of 
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these performance criteria, it may be possible to find the best possible combination of sampling 

frequency and head box size. 

 

The following section will discuss the theoretical framework for the research, specifically 

focussing on a method by which the software artefact can be evaluated. 

4.2 Theoretical framework for research 

Research can be defined as an investigation that is carried out systematically in order to 

establish facts (Olivier, 2009). There are several ways in which research can be conducted. For 

example, existing knowledge can be used and integrated, a problem can be solved for which 

no apparent solution exists or a better way of doing something can be found (Olivier, 2009). 

Once an appropriate research method has been selected, a researcher needs to address the 

purpose of the research and describe the research process in sufficient detail to satisfy the 

academic community of its validity (Oates, 2006).  

 

The purpose of the current research study has already been discussed in great detail in the 

previous chapters. What remains now is to evaluate the eye tracker using an appropriate 

technique, and to provide sufficient details of this technique so as to establish the validity of 

the results obtained.  

4.2.1 Evaluation options 

As alluded to above, the eye tracker must be evaluated in terms of the common eye tracker 

performance measurements. Furthermore, care must be taken to isolate these measurements 

from one another. With this in mind, one possible way to evaluate the system would be through 

an experiment in a laboratory. Experiments can be used to test a hypothesis or to observe the 

effect that variables have on one another (Hofstee, 2013). During an experiment, conditions 

can be manipulated and the impact thereof measured. Experimental research is ideally suited 

to scenarios where cause and effect relationships need to be evaluated (Mahmud, 2008). 

Experiments are typically conducted in the field or in a laboratory – the latter offering a higher 

level of control over variables than a field experiment would (Hofstee, 2013; Mahmud, 2008). 

Experiments in a laboratory setting are also commonly used in eye tracker evaluations. 

Blignaut and Wium (2014), for example, made use of a laboratory setup to determine the effect 

of ethnicity on eye tracker data quality. 
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These facts indicate that an experiment would be an ideal method to evaluate an eye tracker, 

as there are several variables – such as sampling frequency and head position – that need to be 

studied in isolation. Consequently, by testing the eye tracker in a laboratory, the various factors 

involved in an eye tracker’s performance can be controlled and the effect of each one on the 

overall precision of the system measured. 

 

One potential issue with the conducting of an experiment is that the results may not be 

representative of the general populace. This is due to the fact that experiments generally only 

make use of a small number of participants (Mahmud, 2008). It is therefore important that the 

selection of participants accounts for this, and that the selection be as representative as possible. 

4.2.2 Conclusion 

In this section, the theoretical framework for the evaluation of a software artefact has been 

discussed, and a method for evaluation chosen. The chosen method will consist of an 

experiment to be performed in a laboratory setting. This is due to the fact that the interaction 

between data quality measures such as precision, accuracy and trackability needs to be isolated 

from the sampling frequency and the position of the head within the head box. Moreover, when 

selecting participants, it is important that they be representative of the general populace. The 

following section discusses the details of the research setup, as well as how the results of the 

experiment will be analysed and interpreted. 

4.3 Research design 

The goal of this study is to measure the performance of the eye tracking software in terms of 

the common data quality measures of accuracy, precision and trackability for various users, at 

different head positions and sampling rates.  

4.3.1 Research problem 

To reiterate from Chapter 1, commercial high-speed eye trackers are expensive and thus 

inaccessible to many. There exist low cost alternatives, such as the Tobii EyeX, available for 

$99 (Tobii Technologies, 2014). However experience has shown that the EyeX provides 

sampling rates of 60 Hz at most. In Chapter 2, the various applications of eye trackers were 

discussed, and it was shown that these low frequency eye trackers are not sufficient for certain 

research fields, such as research involving eye movements during reading. To this end, this 

study has aimed to present a low-cost eye tracking system – presented in Chapter 3 –  that is 
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capable of achieving the required sampling rates, level of precision, accuracy and trackability 

needed to conduct research in these fields. 

4.3.2 Research hypothesis 

The developed eye tracker needs to be evaluated to determine the effectiveness of the designed 

solution. It was mentioned in the previous section that, for the purposes of a complete 

evaluation, the eye tracker needs to be evaluated in terms of the five eye tracker metrics. This 

study is primarily concerned with evaluating the accuracy, precision and trackability and 

sampling frequency of the developed eye tracker. Formally stated, the hypotheses of the study 

as defined in Chapter 1 are as follows: 

 

H0, 1: The sampling frequency has no effect on data quality (precision, accuracy and 

trackability). 

H0, 2: The position of the head within the head box has no effect on the data quality (precision, 

accuracy and trackability). 

 

Each of these hypotheses is divided into three sub-hypotheses. Thus, the hypotheses presented 

in this dissertation are summarised as follows: 

 H0, 1.1: The sampling frequency has no effect on the precision of the eye tracker. 

 H0, 1.2: The sampling frequency has no effect on the accuracy of the eye tracker. 

 H0, 1.3: The sampling frequency has no effect on the trackability of the eye tracker. 

 H0, 2.1: The position of the head within the head box has no effect on the precision of 

the eye tracker. 

 H0, 2.2: The position of the head within the head box has no effect on the accuracy of the 

eye tracker. 

 H0, 2.3: The position of the head within the head box has no effect on the trackability of 

the eye tracker. 

As a secondary goal, the study also aims to determine the best possible combination of eye 

video size and sampling frequency in order to achieve the largest possible head movements 

tolerable, coupled with the highest possible sampling rate. Taking into account these goals, the 

following research questions are of interest: 

 What is the maximum obtainable sampling frequency that the solution can achieve? 

 What percentage of participants can be tracked? 



67 

 

 What percentage of frames will need to be discarded due to tracking error, i.e. what is 

the trackability of the system? 

 What is the precision and accuracy that is obtainable? 

 What is the best possible combination of sampling frequency and head box size? 

To answer the questions above, it is necessary to evaluate each of the components in isolation 

and to consider the possible interactions between each of the components. Using the results of 

these evaluations, the best possible theoretical combination can then be found. 

 

Answers to these questions will provide two research results. Firstly, the performance of the 

eye tracker in terms of the common data quality measures used in eye tracking (sampling rate, 

precision, accuracy and trackability) will have been established, yielding a general impression 

of how well the eye tracker can perform. This will determine whether or not the eye tracking 

solution is feasible, and can be used to perform research in the fields for which it has been 

developed. Secondly, the best possible combination of the various factors will allow for an 

optimal setup of the system for researchers who intend to make use of the system, should it 

meet the required performance metrics. 

4.3.3 Conclusions 

The preceding section has identified the hypotheses and research questions that will be 

investigated in the experiment. In the following section, details of the experimental setup will 

be discussed. 

4.4 Experimental design and methodology 

The purpose of this section is to provide details of the physical setup of the experiment. 

Included in the discussion are details on the resolution of the eye video, sampling frequency of 

the tracker and various eye tracker positions that will be used to evaluate the performance of 

the eye tracker.  

4.4.1 Physical setup 

The study will make use of the eye tracking software discussed in the previous chapter. The 

entire study will be conducted in a laboratory (Figure 4.1). The laboratory contains four 

adjustable lights in each corner that will be adjusted for an overall brightness of 300 lux. Also 

contained within the laboratory is a table on which the eye tracker and computer monitor will 

be positioned. The table is equipped with an adjustable platform mounted on railings that allow 
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it to be moved left, right, forward and backward. The table also contains a motorised servo that 

allows it to be raised or lowered. It is therefore possible to make precise adjustments to the 

position of the eye tracker in relation to the participant. Also mounted on the table is a head 

rest that will be used to keep the participant’s head steady during the testing process. 

 

The eye tracker setup consists of two infrared light sources and a CMOS camera positioned 65 

cm from the participant. The stimulus is a computer monitor with a resolution of 1360768 

positioned 70 cm from the participant.  

 

The computer running the eye tracking and data capture software is an HP Pavilion G7 laptop, 

running Windows 8 64 bit. It is equipped with an Intel Core i5-3230M running at 2.60 GHz 

with 4 GB RAM and an Intel HD4000 integrated graphics card in addition to a Radeon HD 

7670M. The laptop allows the user to select which of the two adapters to use for a specific 

application. For the purpose of this study, the Intel HD4000 display adapter will be used. 

 

Figure 4.1 - The laboratory setup that will be used during the experiment 

4.4.2 Participants 

The study should involve thirty participants. To ensure the best possible results, none of the 

participants will wear spectacles. Participants will be recruited from among staff and students 

on the campus. Participants will be selected such that they are representative of the general 

population. Participant details such as the wearing of thick mascara, contact lenses or facial 
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piercing will be recorded. In the event that a participant cannot be tracked, these details will be 

used to determine the cause of failure. 

4.4.3 Experimental design 

The experiment will require the participants to focus on a grid of forty dots evenly spaced on 

the stimulus. The stimulus will have a black background colour, whilst the dots will be coloured 

red. The dots will be displayed one by one in a random order for a period of two seconds each. 

The random order in which the dots are displayed will prevent the participant from pre-

emptively glancing towards the next dot. Displaying the dot for two seconds will also generate 

a large portion of data from which a suitable selection can be made for analysis. 

 

There will be two parts to the experiment. The first part will involve human participants, while 

the second part will consist of simulations performed on artificial eyes. The human part of the 

experiment consists of two phases. In the first phase, the sampling rate will be modified to 

evaluate the effect of higher sampling rates on the trackability, robustness and precision of the 

eye tracker. During this phase, resolution of the eye video will be set to 600150 pixels. The 

sampling rates that will be tested range from 50 Hz to 300 Hz in incrementing steps of 50 Hz.  

 

In the second phase of the human part of the experiment, both the sampling rate and resolution 

of the eye video will be held constant. The position of the eye tracker in relation to the 

participant will be changed on three axes. The resolution of the eye video will be set to 

1200400 pixels to accommodate the various offsets that will be tested, whilst the sampling 

rate will be held constant at 100 Hz. Table 4.1 summarises the physical layouts to be used 

during the two phases of the experiment. 
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Table 4.1 - Summary of the various combinations of settings that will be used during the experiment 

Sampling 
Frequency (Hz) 

Camera 
Resolution 

(Pixels) 
X Position (cm) Y Position (cm) 

Z Position 
(cm) 

Phase 1 

50 600x150 0 0 65 

100 600x150 0 0 65 

150 600x150 0 0 65 

200 600x150 0 0 65 

250 600x150 0 0 65 

300 600x150 0 0 65 

Phase 2 

100 1200x400 +5 0 65 

100 1200x400 -5 0 65 

100 1200x400 0 +3 65 

100 1200x400 0 -3 65 

100 1200x400 0 0 70 

100 1200x400 0 0 60 

 

During each stage of the experiment, it will be possible for the test administrator to adjust the 

gain, gamma and exposure time of the camera. This is necessary as the changes in sampling 

rates between experiments have an effect on the amount of illumination present in the eye 

video. The camera also allows for adjustments in the image offset. Between experimental 

phases, the administrator will make use of this feature to centre the participant’s eyes within 

the eye video before beginning with that particular phase. 

4.4.4 Design motivation 

The choice of eye video resolutions will ensure that the required sampling rates and head box 

size can be obtained. In terms of the offsets, [-3, -3] on the y axis have been chosen as it can 

be argued that one does not require a large vertical head box. This is due to the fact that the 

participant’s vertical position in relation to the eye tracker’s position will not change 

significantly during the use of a computer. 

4.5 Simulations 

In addition to the laboratory experiment, the theoretical performance of the eye tracker will 

also be examined by running simulations on artificial eyes. These simulations serve two 

purposes. Firstly, the experiment will yield precision values that can be benchmarked against 

other available systems. Secondly, the simulations will provide data indicating the maximum 

obtainable sampling frequency for a variety of eye video resolutions. Using this data and the 

results of the laboratory study, the best theoretical combination of sampling rate and head box 
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size can be selected. The following resolutions will be examined: 640480, 800600, 

1024768, 1200400, 1000200,800400, 800×200 and 600200. 

4.6 Experimental data capture and analysis 

During the experiment phase, the following raw data will be recorded: 

 The location in pixels of the pupils and corneal reflections in the eye video for each 

captured frame 

 The corresponding location of the dots on the stimulus in pixels 

 The time stamps of individual frames 

The data will be captured using an application developed for this purpose. All resulting data 

will be exported into a database, and the results will be analysed in Statistica 12 to answer the 

questions stated in Section 4.3.2 above. All data analysis will be performed offline. This will 

allow for later changes to the type of polynomial used to perform the gaze estimation, should 

further exploration of such decision be required in later research. The details additional 

software used in the data analysis are described in further detail in Appendix A. 

 

4.6.1 Precision 

Precision will be calculated using the polynomials described in Chapter 3 Section 3.10 and 

calibrated using fourteen of the forty data points. Two results will then be validated using all 

forty of the calibration points. To accommodate saccades that occur between points, a period 

of data will be selected where it is determined that the actual fixation occurred. Details of the 

process through which this data is selected is discussed in more detail in Chapter 5, Sections 

5.2.1 and 5.2.2. 

4.6.2 Accuracy 

To determine the accuracy of the system, the same mapping polynomial used to determine 

precision will be used. As both the accuracy and precision make use of the same polynomial, 

it makes sense to utilise the same period of data that was selected for the precision analysis. 

Accuracy will be calculated by looking at the difference between the reported point of gaze 

and the position of each dot displayed. 
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4.6.3 Sampling frequency 

Time stamps will be analysed to determine the average sampling frequency obtained per 

participant. This will be used to verify that the eye tracker was sampling at the required rate. 

In the simulation phase, the time stamps will be analysed to determine the maximum obtainable 

sampling rate. 

4.6.4 Trackability 

The status of the eye data will be combined with that of the frame number to determine what 

percentage of data is invalid, and how often the eyes were correctly detected. This will be 

evaluated over different sampling frequencies and for different head positions. 

4.6.5 Head box 

The size of the head box is defined to be 10610 cm. The effect of the position of the head in 

the head box will be evaluated by examining the precision, accuracy and trackability of the 

system at a fixed sampling frequency (100 Hz). 

4.6.6 Eye video size 

During the theoretical part of the experiment, the eye video size will be adjusted so as to 

determine the changes in overall processing time, and by implication the maximum attainable 

sampling rate and head box size. 

4.7 Limitations 

There are several limitations imposed by the restrictions of the experiment. As mentioned 

earlier, the HLSL tracker should be evaluated using the five performance metrics of eye 

trackers (accuracy, precision, sampling rate, trackability and latency). However, as latency was 

not evaluated, it leaves the overall performance of the system in question. An additional 

limitation is that the experiment is conducted in a laboratory setting, and the results may not be 

applicable in a real-life environment. Furthermore, by limiting the study to participants that do 

not wear spectacles, the experiment potentially excludes a significant portion of the general 

populace. 

4.8 Summary 

The theoretical framework for the evaluation of the developed eye tracker has been discussed, 

and the method of evaluation explained. Furthermore, the performance metrics that will be 
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examined have been identified and comparison values have been selected. Finally, details on 

the setup of each phase of the experiment have been provided.  

 

In the following chapter, the data resulting from the experiment will be analysed and the results 

discussed. 
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CHAPTER 5: EXPERIMENTAL RESULTS 

The previous chapter described the way in which the HLSL eye tracker should be evaluated. It 

is the purpose of this chapter to present the results of the various experiments, and to provide 

an interpretation of these results where necessary. 

5.1 Introduction 

The quality of sampled data can be influenced by several factors, including the characteristics 

of the participants, features of the equipment, or the setup of the experimentation (Blignaut & 

Wium, 2014). The first section in this chapter will explain the process by which errors relating 

to participant characteristics and experimental setup failures were identified and removed from 

the final data set. This was necessary in order for the performance of the eye tracker itself to 

be evaluated, and to eliminate the influence of experimental design faults. The second section 

of this chapter will discuss the methods through which the resulting data were analysed and 

present the results of the experiment. 

5.2 Raw data preparation 

Examination of the raw data revealed several issues that needed to be addressed before an 

analysis could be conducted. First among these issues was the effect that missing gaze data had 

on the average precision and accuracy obtained. As the missing gaze data would be used to 

calculate trackability, it was necessary to filter these points when working with accuracy and 

precision. An additional problem was the identification of a suitable time interval during which 

the fixation on the displayed dot occurred, as the presence of saccades between dots as well as 

the occasional glance away from the dot created instabilities in the data that were not system 

related. These instabilities needed to be removed to evaluate the actual performance of the 

system. A further consideration was the presence of outliers in the data set. In this section, the 

data preparation process that addresses these issues is discussed. 

5.2.1 Missing gaze data 

Missing gaze data points can be attributed to the occurrence of blinks and glances away from 

the screen. Data entries sampled during these two cases were identified by examining the 

quality of the reported feature points in respect to the location in pixels. Several cases were 

identified which were deemed to be invalid. The first case consists of feature points with 

coordinates where both the x and y components were zero. Due to the fact that the eye image 
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was centred on the participants’ eyes before the start of each experiment, zero coordinates could 

not possibly be obtained and were therefore flagged as invalid. A second case, similar to the 

first, was when feature point coordinates were reported as nonsensical values, such as 

negatives, infinity or extremely large values exceeding the resolution of the eye video. Lastly, 

feature points that were deemed to be too close to each other were also flagged as invalid. An 

example of such a case occurred when one of the participant’s two eyes was occluded, and both 

the left and right eye yielded the same coordinates as a result. 

5.2.2 Interval selection 

Due to the fact that each dot was rendered directly after the previous dot, the initial data points 

sampled during the duration of the new dot contained feature point data from the previous dot. 

Moreover, the time it took each participant to switch focus from the old point to the new varied 

for each participant. During the switch, a saccade occurred. The duration of this saccade varied 

for each participant. Saccades may also have occurred when the participant glanced away from 

the dot during a blink. To compensate for these saccades, a suitable period of data needed to 

be selected during which the actual fixation on the dot occurred. 

 

To address the issue of identifying the actual fixation, a filter was created to select a period of 

data with the highest likelihood of the fixation occurring. To ensure that a sufficient quantity 

of data was available for analysis, the period of data was set to at least 250 ms in duration. As 

data was sampled at a variety of different rates (see Table 4.1 in Chapter 4), a target number of 

data lines (𝑛) was calculated by using the sampling frequency and the required interval of 250 

ms.  

𝑛 =  
𝐹𝑟𝑒𝑞𝑢𝑒𝑛𝑐𝑦 × 250

1000
 

 

The data for each participant was then partitioned into groups of data where the feature points 

of each entry in the database (i.e. every sample point) differed by no more than a single pixel 

from the previous entry. Finally, the group that contained 𝑛 entries or more was selected. If 

none of the groups contained a sufficient number of entries, the largest period was selected. 
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5.2.3 Removal of outliers 

Before performing statistical analysis on the mapped data outliers were removed. Outliers 

consisted of any values that lay outside of three standard deviations from the mean accuracy 

and mean precision. The decision to remove outliers was motivated by the need to determine 

the actual capabilities of the eye tracker when the participants were successfully tracked, as the 

invalid gaze estimates resulting from incorrect feature point detection would be included in the 

trackability measures.  

5.3 Metrics 

For the purpose of this dissertation, four metrics were examined, namely precision, accuracy, 

trackability and sampling frequency. In the first two phases of the experiment, the precision, 

accuracy and trackability of the system were measured for human participants over a number 

of different sampling frequencies and head positions (Table 4.1). The theoretical phase of the 

experiment was concerned with the precision obtainable with artificial eyes, and sampling rate 

obtainable for various eye video resolutions. 

5.3.1 Accuracy and precision 

The accuracy of the eye tracker was determined by calculating the error in degrees between the 

actual point of gaze (represented by the dot on the screen) and the reported point of gaze. This 

was done using the regression-based mapping procedure described in Chapter 2, Section 2.9.1 

coupled with the polynomials described in Chapter 3 Section 3.10. 

 

It is common practice to report precision using the Root Mean Square (RMS) measure. 

However, this dissertation will make use of pooled variance, as RMS is affected by the 

sampling rate of the eye tracker (Blignaut & Beelders, 2012). Given that the effect that various 

sampling rates have on the precision is one of the subjects under investigation, it would be 

unwise to report precision using RMS. Pooled variance is calculated with the following formula 

(Blignaut & Beelders, 2012): 

𝑆𝐷(𝑃) =  √(𝜎𝑥
2 + 𝜎𝑦

2) 2⁄  

where 𝜎𝑥
2 = 

1

𝑁
∑ (𝑥𝑖 − �̅�)2𝑁

𝑖=1  and 𝜎𝑦
2 = 

1

𝑁
∑ (𝑦𝑖 − �̅�)2𝑁

𝑖=1 . 
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5.3.2 Trackability 

To reiterate from Chapter 2, trackability refers to the reported number of gaze samples as a 

percentage of the expected number of valid samples. Whereas the precision and accuracy were 

determined utilising the stable 250 ms of data, trackability was evaluated using a 500 ms period 

of data in the middle of the two second period. This was done to ensure an equal number of 

samples for each participant, as the filtered data lengths varied between participants. Moreover, 

by using the middle of the two second period there is a high likelihood that the participant was 

looking at the dot. Trackability was calculated using the following formula: 

𝑇𝑟𝑎𝑐𝑘𝑎𝑏𝑖𝑙𝑖𝑡𝑦 = 𝑆𝑎𝑚𝑝𝑙𝑒 𝐶𝑜𝑢𝑛𝑡
𝐹𝑟𝑒𝑞𝑢𝑒𝑛𝑐𝑦

2
⁄  × 100 

5.3.3 Selection of calibration points 

For the purpose of this study, a selection of 14 of the 40 points was used as "calibration" points 

on which the regression was based. The remaining points were used to validate the results. 

Figure 5.1 below shows the spread of points on the stimulus. The calibration points are 

represented by the blue dots. 

 

Figure 5.1 - Spread of gaze dots over the stimulus. The points represent the dots where participants were 

required to fixate. Blue dots represent the dots that were used for regression. 

5.3.4 Statistical analysis 

The raw data files resulting from the experiment were extracted and collated in a MySQL 

database. From there, the actual fixation data sets were extracted and analysed using a statistical 

software package, namely Statistica 12. ANOVA tests were used to determine the significance 

(α = .05) of all results. Tukey’s Unequal HSD (honest significant difference) was used to 
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determine the significance (α = .05) of differences between individual combinations of 

sampling frequencies and head positions. 

5.3.5 Demographics 

A total of thirty-one participants were tested during the first phase of the experiment (Table 

5.1). During the second phase, thirty of the thirty-one participants from the first phase where 

tested. Out of the thirty, a single set of data was discarded due to an error in the test procedure. 

In terms of gender representation, eighteen of the thirty-one were male and thirteen female. 

Two ethnic groups were tested, namely African and Caucasian. The number of participants in 

each group was 19 and 12 respectively. Only two of the participants wore contact lenses, and 

three participants wore mascara.  

 

Table 5.1 – Summary of participant demographics 

 Male Female Contact lenses Mascara 

African 12 7 1 1 

Caucasian 6 6 1 2 

 

The following sections report the results of each test. The results are reflected in terms of the 

three respective phases of the experiment. The first series of results are related to the effect of 

sampling frequency on precision, accuracy and trackability. A summary of the various 

frequencies can be found in Chapter 4, Table 4.1. The second section is concerned with the 

effect of the head position on precision, accuracy and trackability. Finally, the results of the 

theoretical performance using artificial eyes, are discussed. 

 

5.4 Results related to sampling frequency 

This section of results is concerned with the effect that the sampling rate had on the data quality 

of the eye tracker. The formally stated research hypothesis is as follows: 

 

 H0, 1: The sampling frequency has no effect on data quality (precision, accuracy and 

trackability). 

The frequency was adjusted between each test, increasing by 50 Hz per step. The values ranged 

from 50 Hz to 300 Hz. The position of the eye tracker was kept constant in relation to each 

participant.  
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5.4.1 Sampling frequency vs. precision 

From the research hypothesis regarding sampling frequency, the first of the sub-hypotheses 

states that the sampling frequency has no effect on the precision obtained. As can be seen from 

Figure 5.2 below, there was a difference in precision between sampling rates. To verify whether 

or not this difference was significant, a one-way ANOVA test was conducted.  

 

Figure 5.2 - The overall trend of precision with respect to changes in sampling rate 

The results of the one-way ANOVA indicate that the sampling frequency did indeed have a 

significant effect on precision (α = .05) and thus H0, 1.1 is rejected. Tukey's post-hoc analysis 

confirmed significant differences in precision for all pairs of frequencies, with the exception of 

100 Hz to 150 Hz and 250 Hz to 300 Hz, where there was no significant difference in precision. 

Also evident in Figure 5.2 is that higher sampling frequencies (200 Hz and above) yielded 

precision between 0.34° and 0.38°, whilst the best precision was obtained at lower sampling 

rates – in this case 50 Hz (~0.29°). 

 

The graph (Figure 5.3) details the average precision over all participants, as well as the best 

and worst recorded precision values of the participants for each frequency. From the graph, it 

can be seen that the system is capable of achieving very good precision (~0.3°) under the right 

conditions. Conversely, certain participants yielded very poor results.  
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Figure 5.3 - Average, best and worst recorded precision values 

5.4.2 Sampling frequency vs. accuracy 

The second part of the hypothesis involves the effect that sampling frequency has on the 

accuracy of the HLSL tracker. Again, an ANOVA test was conducted to determine whether 

the sampling frequency had a significant effect on the accuracy of the system (Figure 5.4) from 

which it can be concluded that H0, 1.2 should be rejected. The results indicate that the sampling 

rate does indeed have an effect on the accuracy (α = .05). However, the post-hoc Tukey test 

indicates that the effect is only significant between 50 and 100 Hz. 

 

Figure 5.4 - Sampling frequency of the eye tracker measured against the average accuracy obtained 
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The overall average accuracy of the system was ~1° of visual angle. As was the case for 

precision, the best value for accuracy was obtained at 50 Hz, and the worst at frequencies above 

200 Hz. In contrast to precision, however, all other frequencies yielded comparable accuracies.  

 

As illustrated by Figure 5.5 below, it is possible to achieve accuracies of around ~0.5° for 

certain participants. Conversely, for certain participants the HLSL tracker reported very poor 

accuracy (~3°). 

 

Figure 5.5 - Average, best and worst accuracy obtained for each sampling frequency 

5.4.3 Sampling frequency vs. trackability 

The final section concerning the effect of the sampling frequency on data quality focused on 

the trackability of the HLSL tracker over various sampling frequencies. The primary interest 

of the trackability measurements was to establish what percentage of sampled frames yielded 

a valid gaze coordinate. The trackability analysis was not concerned with the quality of the 

gaze coordinates, but only with the validity. Hence, any valid pupil glint vectors were counted, 

as they would yield a gaze mapping. As is evidenced by the results in Figure 5.6, all frequencies 

yielded similar values for trackability (~98%). Again, an ANOVA was conducted to evaluate 

whether or not the differences were significant. 
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Figure 5.6 - Trackability of the HLSL tracker for each sampling frequency 

In contrast to the previous two results, the results of the ANOVA indicated that the sampling 

frequency had no significant effect on the trackability, and therefore H0, 1.3 cannot be rejected. 

This was confirmed by the Tukey post-hoc analysis for all frequencies. 

5.4.4 Conclusion 

In summary, in this section it was determined that the sampling frequency had a significant 

effect on both the obtainable precision and accuracy leading to the rejection of H0, 1.1 and H0, 

1.2. However, there was no significant effect on the trackability.  

 

In the following section, the results of the tests involving different head positions in relation to 

the eye tracker are provided. 

5.5 Results related to head position 

This section details the effect that various head positions have on the precision, accuracy and 

trackability of the system. The assumption made in the hypothesis is that the head position has 

no effect on the precision, accuracy and trackability of the HLSL tracker. To review from 

Chapter 4, the head positions were simulated by adjusting the position of the eye tracker relative 

to the participant (Chapter 4, Table 4.1). The eye tracker was adjusted by 5 cm to the left and 

right (x axis), 3 cm up and down (y axis), and 5 cm backward and forward (z axis). For the 

duration of this experiment, the sampling frequency was kept at 100 Hz, and the size of the eye 

video at 1000×400 pixels. 
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5.5.1 Head position vs. precision 

The first investigation in this section is to evaluate the effect that different head positions have 

on the precision of the system. The assumption made in the hypothesis was that the head 

position had no effect on the precision. As is evidenced by the results in Figure 5.7, however, 

it appears that the precision does change in response to different head positions and that H0, 2.1 

should therefore be rejected. Precision appeared to improve with horizontal head movements, 

and worsen with vertical head movements. From the figure it also appears that precision 

increases as the eye tracker is moved closer to the participant.  

 

Figure 5.7 - Precision as affected by head position 

 

To determine whether or not these changes were significant, an ANOVA was conducted. The 

results of the ANOVA test indicate that the overall effect of head position on precision was 

significant (α = .05) thus leading to the rejection of H0, 2.1. Tukey’s post-hoc test indicated, 

however, that none of the individual head movements had a significant effect on the precision 

when compared to the central position. This indicates that the image processing algorithms are 

fairly robust toward head movements, as precision is related to the stability of the detected 

feature points in the eye video. 

5.5.2 Head position vs. accuracy 

The second assumption made under the hypothesis was that the head position had no effect on 

the accuracy of the eye tracker. From Figure 5.8 below it is apparent that the accuracy differed 

for each head position, as is expected from regression-based gaze estimation (see Chapter 2, 
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Section 2.10.1). In contrast to precision, the accuracy decreased as the eye tracker was moved 

closer to the participant. This was confirmed by a one-way ANOVA test which revealed that 

the head position had a significant effect (α = .05) on the average accuracy that was obtained, 

and thus H0, 2.2 is be rejected. 

 

Figure 5.8 - Accuracy for each head position 

A Tukey Unequal HSD post-hoc test was used to determine whether the effect of the new head 

position was significant in relation to the central head position. The results of this test indicate 

that only head movements to the left (X-5) and forward (Z-5) were significant. The lack of 

symmetry in the results for the axes can be attributed to an offset in the corneal reflections due 

to the presence of secondary reflections generated by the light sources present in the testing 

facility during this phase of the experiment, as the position of the table on which the eye tracker 

was mounted was not positioned in the centre of the two light sources used to regulate the 

ambient light. 

5.5.3 Head position vs. trackability 

The final investigation in this section examines the trackability of the system in response to 

head movements. The ANOVA test revealed that the head position had no significant effect on 

the trackability of the system (Figure 5.9). 
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Figure 5.9 - Trackability of the HLSL tracker at various head positions 

As with the previous two cases, a Tukey post-hoc verified the significance of trackability for 

head positions in relation to the central position. The results showed that there was no 

significant difference on any of the axes and from this it is concluded that H0, 2.3 cannot be 

rejected. 

5.5.4 Conclusion 

In this section, it was determined that the position of the head generally had a significant effect 

on both the precision and the accuracy leading to the rejection of H0, 2.1 and H0, 2.2. The head 

position had no significant effect on the trackability, however.  

 

In the following section, the results of the experiment using artificial eyes will be reported. 

5.6 Artificial performance 

In theory, artificial eyes should yield precision values of 0°, as they remain completely still. 

However, eye tracking systems contain noise. The purpose of the artificial eyes test was to 

investigate the precision obtainable if the head movements and eye tremors present in human 

participants were completely eliminated, thereby determining the amount of noise produced by 

the eye tracking system. Furthermore, the theoretical performance of the system at higher 

sampling rates was also investigated. Hence, an additional sampling rate of 500 Hz was used. 

With the exception of 500 Hz, all sampling rates used were the same as in the first phase of the 
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experiment (50 Hz -300 Hz). The calibration data from one of the human participants was 

selected to perform regression in order to compute the precision values using the mapping 

polynomials described in Chapter 3 Section 3.10. 

5.6.1 Frequency vs. precision in the instance of artificial eyes 

The first simulation involved the effect of higher sampling rates on precision with artificial 

eyes. From Figure 5.10 it is clear that the precision worsens from 250 Hz. To verify the 

significance of this decrease in precision, an ANOVA was conducted. As with the test 

involving human participants, the difference in precision was significant. The Tukey post-hoc 

confirmed that the difference in precision was significant between all pairs of sampling rates, 

with the exception of 300 Hz to 500 Hz, where no significant difference was found. The 

precision obtained at 500 Hz was roughly 0.15°. 

 

Figure 5.10 - Degree of precision obtained versus sampling rates for artificial eyes 

5.6.2 Head position vs. precision in the instance of artificial eyes 

The final test involving artificial eyes was to determine the effect that the head position had on 

the precision (Figure 5.11). The test was performed in the same way as the human participant 

equivalent, with the table being moved on its axes in order to simulate the various head 

positions. A one-way ANOVA and Tukey post-hoc were used to evaluate the results. 
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Figure 5.11 - Precision of artificial eyes as affected by head positions 

 

From Figure 5.11 it can be observed that there is a change in the precision at different head 

positions. The best precision was observed when the eye tracker was positioned closer to the 

artificial eyes (~0.08°). The significance of the different precision values was tested with an 

ANOVA, which revealed that the different values were significant ( = .5). This was confirmed 

by the Tukey post-hoc test, which revealed that the changes in precision were significant when 

compared to the centre head position. The exception to this was the X + 5 head position, where 

the difference in precision was not significant. These results are in stark contrast to those 

produced by the human participants, where there was no significant difference in precision for 

different head positions 

5.6.3 Conclusion 

It was shown that both the sampling rate and head position of the artificial eyes had an effect 

on the precision obtained. An additional sampling rate of 500 Hz showed similar precision to 

the 300 Hz precision, though the decline in precision from 250 Hz suggests that the overall 

precision of the system would continue to worsen as the sampling frequency increased. 

 

The following section discusses general performance in terms of participants and data quality 

across the stimulus.  
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5.7 General performance remarks concerning high frequencies 

As this dissertation is focused on high frequency eye tracking utilising the GPU for image 

processing, an additional discussion is provided regarding the specific performance values for 

frequencies exceeding 200 Hz. 

5.7.1 Tolerance toward participants 

For frequencies from 200 Hz to 300 Hz the features of all participants were successfully 

localised. This was true even in cases where participants wore mascara or contact lenses. 

5.7.2 Precision across participants 

Figure 5.12 below shows the distribution of precision values across participants for frequencies 

of 200, 250 and 300 Hz. Note that participants whose results fell outside the ranges were 

excluded from the graphs. The graph suggests that the majority of participants yielded precision 

values between 0.3° and 0.4°. 

 

 

Figure 5.12 - Number of participants that fell within precision ranges 

5.7.3 Precision as affected by location on the stimulus 

An ANOVA test was conducted to determine the significance of precision values as affected 

by their corresponding location on the stimulus in terms of sampling frequency. Accuracy was 

not included in this discussion, as it is well established that accuracy tends to decrease as one 

moves toward the edges of the screen (Holmqvist et al., 2011). Figure 5.13 below shows the 
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distribution of precision across all participants for frequencies of 200 Hz, 250 Hz and 300 Hz 

respectively. The graphs suggest that the sides of the screen produced the best precision. 

 

Figure 5.13 - Average precision over the various parts of the screen grouped by sampling frequency 

 

The ANOVA test revealed that the location on the screen had no significant effect on the 

precision obtained. However, Tukey’s post-hoc analysis revealed that the effect was significant 

(α = .05) when moving towards the centre of the screen. 

 

5.8 GPU performance and overhead 

In addition to the various eye tracker performance metrics that were examined, the performance 

of the GPU was also evaluated by looking at the maximum attainable sampling rate for a variety 

of eye video sizes. This was done to gauge the amount of overhead that is incurred as the size 

of the image is increased. The figure below shows the maximum attainable frame rate of 

standard resolution (4:3 aspect ratio) images. The entire image is processed on the GPU using 

the pre- and post-process shaders described in Chapter 3. 
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Figure 5.14 - Maximum attainable sampling frequency for standard resolutions 

 

In Chapter 3 it was mentioned that one of the pitfalls of utilising the GPU was the overhead 

incurred by the copy between system memory and that of the GPU. As evidenced in Figure 

5.14, the overhead causes a significant decrease in the attainable sampling rate. For a standard 

resolution of 1024768, the system is capable of only 60 Hz. However, the graph does imply 

that even small changes in the resolution of the image can greatly increase the sampling rate. 

The entire eye localisation process is performed on a 640480 image at over 160 Hz. Given 

that much of the y component of the eye video is wasted, as the participant’s vertical head 

movements are unlikely to be as large as the horizontal ones, it is logical to assume that the y 

component of the image can be decreased without forfeiting a significant part of tolerance 

toward head movements. With this in mind, the simulation also examined a number non-

standard resolutions, optimised to maximise the sampling rate while maintaining some 

semblance of support for head movements. These resolutions are shown in Figure 5.15 below. 
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Figure 5.15 - Reworked eye images and the resulting sampling rates attainable 

 

As is evident from the figure above, there is a marked increase in the attainable sampling rate. 

With a resolution of 600200, it is possible to sample at rates in excess of 300 Hz (500 Hz was 

achieved with 650×150 pixels). In practical terms, the resolution of 1000400 pixels offers a 

similar amount of tolerance toward head movement as the 1024768 resolution in Figure 5.14 

does, but with a frame rate (120 Hz) roughly twice that of the latter (60 Hz).  From the graph 

above, it is reasonable to assume that the resolution of 1000200 pixels is the logical choice, 

as it offers the largest amount of horizontal and vertical head space, with a sampling frequency 

of close to 250 Hz.  

5.9 Conclusions 

In this chapter, the results of the experiments described in Chapter 4 have been provided. The 

effects of sampling frequency and head position on data quality measures have been 

determined. The theoretical performance of the eye tracker has been tested using artificial eyes 

and simulations on various image sizes using the GPU have shown the maximum attainable 

sampling in practical terms. 
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In the ensuing chapter (Chapter 6), the final conclusions regarding the HLSL tracker that has 

been developed and evaluated are made, and a summary provided of the preceding chapters. 
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CHAPTER 6: CONCLUSION 

The objective of this concluding chapter is to provide a synopsis of the entire study and to re-

examine the validity of the formulated hypotheses on the basis of the statistical analysis of data 

presented in the previous chapter. Also included is a critical evaluation of the role that the 

Graphical Processing Unit (GPU) played in the HLSL tracker that was developed for the 

purpose of the research. The chapter concludes with a number of recommendations for future 

improvements to the eye tracker. 

6.1 Motivation 

The motivation for the HLSL tracker stemmed from two needs that were identified in Chapter 

1. Firstly, eye tracking has numerous applications in various fields such as psychology, 

neuroscience and linguistics. However, certain of these application areas require high sampling 

rates and the use of expensive commercial high-speed trackers. This provided the impetus to 

develop a low-cost alternative high-speed eye tracker. Secondly, although low-cost alternative 

trackers are available, many of these eye trackers have low sampling frequencies making them 

unsuitable for use in some fields. The challenge was thus to generate a solution that was both 

affordable and that could provide high sampling rates.  

6.2 Goals 

From the requirements identified, the specific goals of the eye tracker were defined. The 

primary aim was to develop a low-cost eye tracker capable of attaining high sampling rates 

while maintaining a good measure of data quality (accuracy, precision and trackability). In 

order to meet the objective of keeping the cost of the overall system as low as possible, the eye 

tracker should be able to run on a variety of mid-range computer systems. In addition hereto, 

the solution designed should offer a degree of support towards head movements while 

simultaneously providing ease of use and comfort. A related goal would be to identify a 

localisation method that could be used in real time and at high sampling rates. In view of the 

lack of research on employing the GPU in eye tracking, a secondary goal of the study was 

aimed at incorporating the strengths of the GPU into the eye tracking process with a view to 

accelerating some of the image processing tasks. 
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6.3 Results 

Each of the goals had research questions associated with them. These questions were 

investigated using an experiment conducted in a laboratory setting. Since the results of the 

experiment were discussed in detail in the previous chapter, the research questions will now be 

re-examined in light of the results, and conclusions will be drawn about the effectiveness of 

the HLSL tracker. 

6.3.1 Cost of the eye tracker 

One of the goals stipulated was that the system should be affordable, i.e. present a low-cost 

alternative. As stated in Chapter 3, the required sampling frequency prohibits the use of low-

cost hardware such as web cameras. However, relative to the cost of commercial systems, the 

hardware components used in the HLSL tracker are still affordable, amounting to a cost of less 

than 700 euros in total. Moreover, with the exception of the requirement of support for USB 

3.0, the system requirements for the HLSL tracker can be considered mid-range. Given that the 

HLSL tracker was tested with a mid-range laptop using an integrated display adapter (Intel HD 

4000) and was capable of running the application without issues, one can therefore conclude 

that the goals in terms of the overall cost of the system have been met. 

6.3.2 Quality of reported data 

In addition to cost, the goals of the eye tracker also stipulated that it should be able to sample 

data at frequencies in excess of 200 Hz, and that the system should report a good precision and 

accuracy. The eye tracker should also provide tolerance towards head movements.  

6.3.2.1 Sampling rate 

From the results in Chapter 5, it was determined that the eye tracker could run at a variety of 

different sampling rates, with the maximum sampling rate tested with human participants being 

300 Hz. While accuracy and precision were affected by the sampling rate, the trackability 

remained unaffected, rendering invalid the two sub-hypotheses that sampling frequency would 

have no effect respectively on the precision and accuracy of the eye tracker.  The results 

indicate that the eye tracker could attain precision and accuracy of around 0.36° and 1.1° 

respectively at the 300 Hz sampling rate. Of the three highest sampling frequencies, it is 

apparent that the accuracy and precision is best when sampling at 200 Hz (0.36° and 1.1° 

respectively). The test on artificial eyes supports this claim, with 200 Hz yielding a precision 



95 

 

of about 0.1°, and higher sampling rates providing significantly worse precision. From this one 

can conclude that the optimal sampling rate of the HLSL eye tracker is 200 Hz. 

6.3.2.2 Head position 

The HLSL tracker’s tolerance towards head movements was also evaluated, as well as the 

effect that head movements had on the precision, accuracy and trackability of the eye tracker. 

The results showed that the head position in relation to the centre had no effect on the precision, 

indicating that the system did offer some tolerance towards head movements within a head box 

of 10×6×10 cm. The same held true for trackability. Accuracy was affected by the head 

position, however, as was expected given that a regression-based mapping estimation model 

was used. 

6.3.3 Effectiveness of the GPU 

The novelty of the HLSL tracker lies in the use of the GPU and DirectX to perform certain 

image processing tasks. However, as mentioned previously in Chapter 3, and from the results 

in Chapter 5, it is apparent that there is a significant overhead involved in utilising the GPU. 

This raises questions about the purpose of using the GPU. Figure 5.14 in Chapter 5 

demonstrates that using the GPU with large images (1024×768) yields a maximum sampling 

frequency of only 60 Hz. However, this is comparable to other current low-cost alternatives 

suggesting that there is very little downside to using the GPU in the eye tracking process.  

 

The results do indicate that decreasing the vertical resolution of the eye images has an effect 

on the maximum obtainable sampling rate. As a large vertical resolution is not required to 

tolerate moderate vertical head movements, this can be done safely without decreasing the size 

of the head box by a significant amount. Figure 5.15 in chapter 5 shows that halving the vertical 

resolution to 400 pixels effectively doubles the maximum sampling frequency to 120 Hz. 

Decreasing the vertical resolution further to 200 pixels yields a maximum sampling rate of 

close to 240 Hz. With this in mind, it can be concluded that with the correct selection of eye 

video resolution, the GPU can be used in the eye tracking process and a high sampling 

frequency still be obtained despite the overhead. 
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6.3.4 Optimal head box size 

It has already been determined that the optimal sampling frequency of the HLSL tracker is 200 

Hz. To determine the eye video size, it is necessary to consider the head box size. From the 

experiment involving head positions, it was shown that a resolution of 1000×400 pixels gives 

a head box of 10×6×10 cm. However, two issues arise from the selection of this resolution. 

Firstly, the performance of the system was evaluated at 100 Hz for these head positions, which 

means that increasing the sampling rate may have an additional effect on the accuracy at 

different head positions. The results involving different sampling frequencies revealed that 

from 100 Hz and higher, the difference in accuracy was no longer significant. From this it can 

be concluded that increasing the frequency to 200 Hz will not have an effect on the accuracy 

within the head box. The accuracy obtainable then is determined by the choice of gaze 

estimation model. The second issue with this head box size is that the GPU simulations reveal 

that the maximum sampling rate of this resolution is 120 Hz. The next closest resolution tested 

was 1000×200 pixels, which has a maximum sampling rate of 240 Hz. The vertical resolution 

of this image size does mean that there is less tolerance towards vertical head movements, 

however. From this it can then be concluded that the optimal eye video resolution lies between 

1000×400 and 1000×200 pixels, i.e. potentially at 1000×300 pixels. 

 

In summary, based on the results of the experiments and simulations, the optimal setup of the 

HLSL tracker is a maximum sampling frequency of 200 Hz, with an eye video size of around 

1000×300 pixels, and head box size of approximately 10×6×10 cm. 

6.4 Implications 

The implications of these results and conclusions to be reached are that at a cost of under 700 

euros it is possible for researchers to perform eye tracking at a sampling rate of around 200 Hz 

with a tolerance towards head movement within an area of 10×6×10 cm. This is provided that 

the computer system running the HLSL tracking software has comparable system 

specifications to that of the laptop used during the experiment, and has a USB 3.0 port and a 

DirectX 9 compatible display adapter. Performance figures of ~0.3° precision can be expected 

at this rate, unless smoothing is done at the cost of higher latency. As raw data points are 

reported by the eye tracker, researchers are free to use whichever gaze estimation method is 

preferred. The gaze estimation method (i.e. regression based versus geometric) will ultimately 

have the largest effect on the accuracy obtained, and is therefore not relevant to this discussion. 
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Additionally, researchers who are less interested in allowing head movements can decrease the 

size of the eye video in return for a higher sampling rate. At a resolution of 600×200 pixels a 

frequency of 350 Hz is attainable. It is also worth mentioning that using a more powerful 

computer can also have an effect on the maximum sampling rate. When run on an Alienware 

171 laptop, for example, the resolution of 600×200 pixels yielded a sampling rate of close to 

700 Hz. Given the gradual decrease in precision at higher frequencies, however, it may be 

unwise to utilise the HLSL tracker at frequencies higher than the optimal rate of 200 Hz. 

 

In terms of the inclusion of the GPU in the eye tracking process, it has already been argued that 

there is little downside to its inclusion, as even the larger image sizes yield sampling 

frequencies that are usable for certain eye tracking studies. However, for high frequency eye 

tracking the role of the GPU is less certain. While the actual image processing functions are 

very fast, the large amount of overhead incurred when copying images to and from the graphics 

card imposes severe performance limitations on the size of eye video that can be processed 

while maintaining a high sampling rate. To justify this overhead, the image processing 

functions performed should be of such a nature that they are significantly slower when 

performed on the CPU only. As this study did not compare the CPU and GPU image processing 

functions, it is difficult to draw conclusions on the actual performance of the GPU. Given that 

the image processing functions performed in the HLSL tracker were fairly straightforward – a 

requirement imposed by the use of HLSL – it cannot be concluded that the GPU had any benefit 

in the eye tracking process in this case. However, the conclusions of Mulligan (2012) suggest 

that the GPU itself may be beneficial to the eye tracking process. 

 

When considering the performance of the CUDA-based implementation of Mulligan (640×480 

pixels at 250 Hz), it is reasonable to suggest that the issue with the HLSL tracker is not the use 

of the GPU, but rather the choice of implementation language, namely DirectX and HLSL. 

CUDA is a language developed specifically for general purpose computations on the GPU, 

whereas DirectX was developed primarily with games and 3D graphics in mind. 

6.5 Further research 

There are several aspects of the HLSL tracker that can be improved. Arguably, the most 

obvious area for improvement is the way in which data is copied to and from the GPU. If only 

                                                 
1 Intel i7-4710MQ CPU running at 2.5 GHz with 16 GB DDR3 1600 MHz memory. 
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areas of  the image that are necessary are processed, it may be possible to utilise the GPU using 

HLSL with little to no overhead, as the results suggest that the overhead decreases substantially 

as the image gets smaller. However, given the increase in computing power that takes place 

each year, it is reasonable to assume that even decreasing this overhead may not be enough to 

warrant the inclusion of the GPU using HLSL in the eye tracking process. 

 

Further improvements could be made to increase the precision obtainable. Research suggests 

that this can be done by increasing the resolution of the eye video (Holmqvist et al., 2011). 

However, because of the fact that higher resolutions will increase the overhead incurred by the 

GPU, it may be preferable to increase the magnification of the eye by using a different lens on 

the camera while keeping the 1300×200 pixel resolution. In this way, only the head movement 

is traded, while precision is potentially increased at no cost to sampling frequency. 

 

An additional aspect to research further is the hardware components that have an influence on 

the time it takes to transfer data to and from the GPU. The test with the Alienware laptop 

suggests that the use of faster memory or the use of a more powerful display adapter may play 

a role in this process. 

 

Lastly, the effects that extremely high sampling frequencies have on precision and accuracy 

can be examined further in light of the results obtained in this study.  

6.6 Summary 

The study has presented an eye tracking solution that utilises the GPU to perform image 

processing at high sampling frequencies. Utilising Microsoft’s DirectX and HLSL, an eye 

tracking application was created based on shortcomings identified in the literature. The 

resulting eye tracking application – referred to as the HLSL tracker – was evaluated through 

an experiment. While the performance of the eye tracker is not superior to that of Mulligan 

(2012), the results show that it is possible to obtain sampling rates in excess of 200 Hz using 

mid-range computing power and HLSL. 
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APPENDIX A – HLSL TRACKER TECHNICAL MANUAL 

The HLSL tracker is an eye tracking mechanism designed to provide the locations of feature 

points within an eye video. The purpose of this appendix is to provide an overview of the HLSL 

eye tracker and API. Included in this document are the system requirements of the eye tracker 

software and description of the various tools used during the data capturing and analysis of the 

experiment described in Chapter 4. Developers wishing to utilise the HLSL API will also find 

instructions on how to create a basic eye tracking application, with explanations of the various 

components that are available. 

1.1 Hardware and software requirements 

The performance of the HLSL tracker will depend on the hardware present in the host machine. 

To run the HLSL tracker, there are a number of software requirements. The host machine 

should run Windows XP or a later version with the latest version of Direct X 9, as well as the 

Dot.Net 3.5 framework (or higher). Due to the use of DirectX 9, the host machine will require 

a compatible display adapter. Additional hardware requirements may apply depending on the 

choice of IDS camera used. 

 

The HLSL tracker was developed to work specifically alongside IDS (https://en.ids-

imaging.com/) cameras utilising the uEye drivers and API (https://en.ids-

imaging.com/download-ueye.html). Thus, at the time of writing the dissertation the use of other 

camera types is not supported. 

1.2 Data capturing application 

The HLSL tracker used in the experiment described in Chapter 4 consisted of two applications. 

The first application was a launcher program (Figure A.1) responsible for capturing the details 

of the participant, and setting up the test. The test consisted of the participant’s details, as well 

as the eye tracker parameters required for the test (sampling rate and eye video size). The 

launcher application also launched the eye tracker application that would display the gaze dots 

and record the data for the selected test. 
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Figure A.1 – The HLSL tracker launcher application. This application records participant details and launches 

the eye tracker with the required parameters based on the test selected. 

The second application was responsible for displaying the forty dots and saving all the data 

recorded during the session to a CSV file. The output file contained the participant details along 

with each individual sample. The samples utilised the data structure shown in Figure A.7 in 

Section 1.4.3 in addition to storing the x and y coordinates of the currently displayed dot. 

1.3 Data processing applications 

The data from the experiment was collated into a MySQL database using an application 

developed for this purpose. The application merged the data from each individual test for each 

participant into a single table in the database. A second application filtered the data and 

extracted the 250 ms of data used to calculate the accuracy and precision. A third and final 

application (Figure A.2) was used to compute the accuracy and precision, and store the results 

in the database.  
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Figure A.2 - Precision and accuracy application showing the results of the precision obtained using artificial 

eyes 

This application allowed a number of different mapping polynomials and calibration point 

selections to be experimented with for each participant, before finally selecting a combination 

to use for the final results. The data generated by this mapping application was then analysed 

using Statistica 12. 

1.4 HLSL tracker API 

The HLSL tracker software also contains an API that can be utilised to develop custom eye 

tracking applications. The API contains three core components (Figure A.3) that are of interest 

to the developer. Each of these components is explained in further depth in the following 

sections. The HLSL tracker components work together to process eye images and locate the 

pupils and corneal reflections. These coordinates can be accessed by developers (see 1.4.3) at 

any time while the application is running. Note that no gaze estimation is performed, and that 

only the raw data in the form of feature point locations and time stamps of individual frames 

(Figure A.7) is reported by the system. 
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EyeVideo

+Instance : EyeVideo
+Clock : int
+FrameRate : int
+Height : int
+Width : int
+X : int
+Y : int
+Layer : ActiveLayer

+Save() : void
-EyeVideo()

Logger

+Instance : Logger

+GetLastEntry() : DataLine
+Log(data : DataLine*) : void
+GetAllData() : DataLine[]
-Logger() 

TrackerControl

-processor : ImageProcessor

+SetupTracker() : void
+Start() : void
+Stop() : void
+StartRecording() : void
+StopRecording() : void
-ProcessData(image : 
Surface) : void

 

Figure A.3 - The UML of the HLSL tracker core 

1.4.1 Configuring the eye tracker 

Both the initial size of the eye video and sampling rate of the eye tracker can be set by the 

programmer using the EyeVideo instance. Note that adjustments made to the size of the eye 

video will require the eye tracker to be reinitialised. However, the frame rate of the eye tracker 

can be modified at runtime (Section 1.6). The eye video size and position can be set by 

modifying the Width, Height, X and Y properties in the EyeVideo instance (see Figure A.4), 

whereas the sampling rate is set by changing the Clock and FrameRate properties. 
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EyeVideo

+Instance : EyeVideo
+Clock : int
+FrameRate : int
+Height : int
+Width : int
+X : int
+Y : int
+Layer : ActiveLayer

+Save() : void
-EyeVideo()

 

Figure A.4 - The EyeVideo class where the initial tracker settings can be modified 

1.4.2 The TrackerControl component 

The TrackerControl (Figure A.5) control forms the heart of the HLSL tracker. It is responsible 

for communicating with the IDS camera, processing the eye images and displaying the results 

of the processing on the eye video. The TrackerControl component has five methods that are 

of use to the programmer. The SetupTracker method will initialise the tracking software based 

on the values that are present in the EyeVideo singleton. Start and Stop will start and stop the 

tracking process. Finally, the StartRecording and StopRecording will toggle data capturing 

on or off. 

TrackerControl

-processor : ImageProcessor

+SetupTracker() : void
+Start() : void
+Stop() : void
+StartRecording() : void
+StopRecording() : void
-ProcessData(image : 
Surface) : void

 

Figure A.5 - The TrackerControl component 
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1.4.3 Accessing the eye tracker data 

All data captured by the TrackerControl is automatically logged by the Logger (Figure A.6) 

instance, provided that data capturing has been turned on. The data can be accessed by using 

the GetLastEntry method, which will return the last set of data captured. Programmers can 

also access all data captured in a single session by using the GetAllData method. 

Logger

+Instance : Logger

+GetLastEntry() : DataLine
+Log(data : DataLine*) : void
+GetAllData() : DataLine[]
-Logger() 

 

Figure A.6 – The Logger singleton that can be used to access the feature point data sampled by the tracker on a 

frame-by-frame basis 

The data from the Logger is stored in the DataLine structure (Figure A.7) in system memory 

to minimise the impact on performance that writing to the hard drive directly may have. 

Developers can implement their own storage methods to store the data located in memory. 

<<struct>>
DataLine

+PupilLX : float
+PupilLY : float
+PupilRX : float
+PupilRY : float
+GlintR1X : float
+GlintR1Y : float
+GlintR2X : float
+GlintR2Y : float
+TimeStamp : long

 

Figure A.7 – The structure containing the raw data logged by the eye tracker for each frame 

1.5 Sample application 

This section will provide a step-by-step walkthrough in creating a simple application using the 

HLSL tracking API in Visual Studio 2012, utilising the Dot.Net framework and C# 
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programming language. This demonstration assumes that the reader is already familiar with 

programming in C#.  

1.5.1 Creating the form 

The HLSL sample application utilises a form resembling the following image (Figure A.8).

 

Figure A.8 – Sample form used by the HLSL sample application 

The form contains the TrackerControl component (in black), and three buttons to start, stop 

and adjust camera settings. 

1.5.2 Tracker parameters and initialisation 

The initial eye image size and sampling rate of the tracker are set using the EyeVideo class. 

Once the initial eye tracker parameters are set, the tracker is initialised. The following code 

snippet illustrates how this is done: 

protected override void OnLoad(EventArgs e) 
{ 
             
            EyeVideo.Instance.Width = 800; 
            EyeVideo.Instance.Height = 600; 
            EyeVideo.Instance.Clock = 40; 
            EyeVideo.Instance.FrameRate = 30; 
             
            tracker.SetupTracker(); 
            base.OnLoad€; 
} 

Note that the TrackerControl will resize to these dimensions once the program is run. This 

should be taken into account when laying out other controls on the form. In practice it is 
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recommended that the size of the TrackerControl be set to the required eye video size in 

design time to avoid potential layout issues. 

1.5.3 Starting and stopping the eye tracker 

Once the eye tracker has been initialised, the tracking process can be started. During this 

process the feature points will be located in the eye video, and reported using the Logger and 

the output eye video. The start and stop commands are placed in the click events of the Start 

and Stop button on the form. To enable or disable data capturing, the StartRecording or 

StopRecording method is called. The following code snippet illustrates how this is done: 

 

private void startTracker(object sender, EventArgs e) 
{ 
     tracker.Start(); 
     tracker.StartRecording(); 
} 
 
private void stopTracker(object sender, EventArgs e) 
{ 
     tracker.StopRecording(); 
     tracker.Stop(); 
} 

 

1.5.4 Retrieving data 

The captured data of an entire session can be retrieved using the following snippet: 

 

DataLine[] data = Logger.Instance.GetAllData(); 

 

The can be done at any time, though at high frequencies it may be advisable to request the data 

only at the end of a session to avoid potential spikes in the sampling rate. To request the data 

of the last frame captured, use the GetLastEntry method instead. 

1.5.5 Notifications of captured frames 

The TrackerControl also contains an event called FrameCaptured that can be used to 

perform actions each time a new frame is processed by the image processor. The code below 

will request the data extracted from the last frame, and insert its timestamp into the title of the 

form. 
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void tracker_FrameCaptured(object sender, EventArgs e) 
{ 
     this.Text = Logger.Instance.GetLastEntry().TimeStamp.ToString(); 
} 

1.6 Adjusting the camera 

Depending on the participant and lighting conditions, the camera may require adjustments to 

ensure that the pupils are tracked correctly. The HLSL tracker API has a CameraSetting dialog 

(Figure A.9) that can be used to make these adjustments, provided a supported IDS camera is 

attached. The dialog can be opened with the following code snippet placed in the click event 

of the Settings button: 

 

CameraSettings settings = new CameraSettings(); 
settings.Show(); 

 

Using this dialog, the sampling rate of the eye tracker can also be adjusted. However, the 

sampling rate achievable will also depend on the specifications of the system on which the 

software is running. The Logger can be used to determine the actual sampling frequency of the 

eye tracker by examining the timestamps. 

 

Figure A.9 – The CameraSettings dialog used to adjust the camera’s parameters 

The frame rate is modified by making changes to the pixel clock and frame rate of the camera. 

Note that changes to the pixel clock may affect the maximum exposure time of the camera. The 

X and Y offset can be used to move the eye video left or right. The amount of movement that 

is permitted is dependent on the camera model and eye video resolution. 
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1.6.1 Fine-tuning feature points 

As mentioned earlier, some adjustment to the camera is required to ensure that feature points 

are correctly and accurately tracked. This is done by modifying the exposure, gain and gamma 

of the camera. Figure A.10 below illustrates a correctly calibrated camera. 

 

Figure A.10 - Correctly calibrated exposure, gain and gamma 

It is sometimes simpler to adjust the camera by looking at the image as the image pre- or post-

processor sees it (Figure A.11). These two layers can be toggled by switching the active layer 

to the “pre-” or “post-” layer. 

 

Figure A.11 - The post-processes layer, with correctly calibrated exposure, gain and gamma 

The following series of images illustrates typical eye videos with incorrect camera settings. 

 

Figure A.12 - Pre-process image illustrating an underexposed image 
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Figure A.13 - Pre-processed eye image illustrating an overexposed image 

 

Figure A.14 - Post-process image showing the result of a noisy pupil 

 that requires adjustments to the gamma 

1.7 Conclusion 

This appendix provided an overview of the various applications utilised alongside the HLSL 

tracker API to gather data and evaluate its performance. The requirements in terms of hardware 

and software were provided. Moreover, sample code demonstrating a simple eye tracking 

application was shown, along with an explanation of the components available to developers 

in the API. Finally, illustrations depicting the proper adjustment of the camera’s exposure time, 

gain and gamma were displayed. 

 


